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1 PURPOSE AND POLICIES 

1.1 Purpose of the Drainage Criteria Manual

Stormwater management is an essential component of community infrastructure and serves to provide 

both increased convenience during frequent rainfall events and protection of life and property during 

. The primary purpose of this drainage criteria manual is to establish 

standard principles and practices for the analysis, design, and construction of primary drainage systems 

in Liberty County WCID #5 (WCID #5 or District). 

In general, compliance with the criteria outlined in this manual is required of all projects that outfall within 

the jurisdictional area of the District, including areas that overlap with neighboring jurisdictions. 

Additionally, compliance with the criteria of this manual may not be required for projects located within 

required to determine if these situations apply to your project.  

The planning and design concepts and minimum standards described in this manual serve to support an 

effective stormwater management system that allows sustainable community growth. Drainage criteria 

administered by Liberty County WCID #5 for newly designed areas provides protection from Structural 

Flooding from a 100-year storm and accounts for National Oceanic and Atmospheric Administration 

(NOAA) Atlas 14 precipitation frequency estimates. Hydrologic and hydraulic concepts that support design 

efforts are presented in Section 3, while design methods, requirements, and considerations for hydrology, 

hydraulics, detention, and sediment and erosion are presented in Sections 4 through 7.  

Each site has unique differences that can enhance the opportunity to provide proper drainage, and the 

intent of these criteria is to specify minimum requirements that can be modified provided the objective 

for drainage standards is maintained. For projects which require a site-specific approach and where 

unique engineering solutions will achieve drainage objectives, a request for consideration of alternative 

standards (pipe flow, overland sheet flow, and detention storage) shall be submitted to the District for 

review and approval.  
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1.2 Drainage Policies 

1.2.1 Zero Impact (No Adverse Impacts) 

An impact is defined as a change in the response of a watershed to a storm event. The most 

common impacts are changes in the volume of runoff, changes in the rate of runoff, and changes 

in flooding depths. Impacts may be adverse or beneficial. Adverse impacts are those which 

increase the potential for flooding damages. In this manual, the term zero impact  is defined as 

the absence of adverse impact.  

WCID #5 maintains a strict Zero Impact policy in all watersheds located wholly or partially within 

the incorporated boundaries of the District. This means that 1) no increases in upstream flood 

levels, downstream flow rates, or water surface elevations are allowed from storms with 

recurrence intervals of 100 years or less, and 2) no net loss in existing floodplain storage is 

permitted.  

The term new development  in this manual refers to all proposed new development, 

redevelopment, and site modifications. All new development shall not alter existing or natural 

overland flow patterns and shall not increase or redirect existing sheet flow to adjacent private 

or public property. Where the existing sheet flow pattern is blocked by construction (i.e., raising 

the site elevation) of the development, the sheet flow shall be re-routed within the developed 

property to return flow to the original configuration or to the public right-of-way (ROW). Except 

under special circumstances dictated by natural or existing drainage patterns, no sheet flow from 

the developed property will be allowed to drain onto adjacent private property. No impact will be 

allowed onto adjacent property. 

1.2.2 Level of Protection 

WCID #5 requires future primary drainage facilities, such as open channels, roadway culverts, and 

detention facilities to be designed to accommodate the 100-year, 24-hour storm event. This storm 

recurrence interval is referred to as the required level of protection. Providing a 100-year level of 

protection enables future primary drainage facilities to carry storm runoff from a 100-year storm 

event without resulting in significant flooding of homes and other buildings.   

The following design criteria shall be used to establish minimum slab elevations for all structures. 
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Minimum slab elevations shall be the minimum of: 

 2 feet above the finished grade, or 

 18 inches above the 500-year floodplain, as designated on the effective Flood Insurance Rate 

Map (pre-Atlas 14), or 

 1 foot above the crown of any down-gradient roadway 

1.2.3 Stormwater Detention 

Stormwater detention refers to the temporary storage of storm runoff in ponds or other storage 

facilities. The provision of this temporary storage allows storm runoff to be discharged to a 

receiving stream at a lower rate, thereby protecting downstream areas from increased flow rates, 

flooding levels, and resulting damages. WCID #5 recognizes the value of stormwater detention 

and allows the use of detention facilities in addition to adding conveyance capacity for mitigating 

impacts associated with development and drainage improvements. 

1.2.4 Floodplain Storage 

Floodplain storage is defined, for the purposes of this manual, as the space below 100-year flood 

levels. This space is available for the temporary storage of flood waters during extreme storm 

events. Preservation of this air space is extremely important because floodplain storage serves to 

reduce downstream peak flow rates. WCID #5 prohibits reductions in existing floodplain storage 

along all streams which pass through the boundaries of the District. Compensatory volume 

replacement will be required for projects within WCID #5 jurisdiction that are determined to 

result in a net reduction in existing floodplain storage space.  

1.2.5 Primary and Secondary Drainage Facilities 

For the purposes of this manual, primary drainage facilities include open channels, bridges, 

culverts, and enclosed drainage systems (i.e., open channel that has been enclosed). Secondary 

drainage facilities include storm sewer systems, roadside ditches and associated structures. 

Secondary drainage facilities also include facilities such as sheet flow swales, small culverts, and 

other structures which typically serve relatively small drainage areas, as well as lot grading and 

drainage requirements. 
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2 REVIEW AND APPROVAL OF DRAINAGE PLANS 

2.1 Initial Project Coordination Requirements 

WCID #5 requires a letter of intent be provided to the District during the planning stage of the project to 

facilitate coordination with the District and enable early feedback as needed. A letter of intent should be 

that overlap other jurisdictional areas. Information provided in the letter should include: 

 Type, location, and size of the proposed project 

 Available topographic information 

 Existing and proposed preliminary drainage route 

 Grading plans, particularly if significant grading is anticipated 

 Post-construction maintenance responsibilities 

 Existing land use or condition 

 Adjacent land use 

 Existing roads 

 Proximity to existing WCID #5 maintained facilities 

 Indication if the owner intends WCID #5 to maintain the proposed new facility or feature, or 

modify an existing WCID #5 facility 

 Any known factors that could affect the drainage or design plan, such as jurisdictional 

wetlands, limited outfall depth, existing drainage problems, existing channel or detention 

condition, floodplain limits, floodplain elevations, floodway limits, etc. 

 Summary of intent to use compensatory floodplain volume replacement, including location 

and estimated volume, if applicable     

Note: The District will not perform reviews for plans specifically proposing a levee, pump station, dam, or 

other similar facilities. Early coordination with the District is needed to determine if your project will need 

to be reviewed by the District or require compliance with the criteria in this manual.     
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2.2 General Submittal Descriptions and Requirements 

WCID #5 requires engineering submittals to be prepared for all activities that may affect the rate, 

direction, or volume of stormwater runoff, or the depth and velocity of flow in primary drainage facilities, 

A letter must be included in the 

submittal package outlining maintenance responsibilities for the project. Submittals presented to WCID 

#5 for review should be as complete and as well-documented as possible. 

jurisdictional area, including areas that overlap with neighboring jurisdictions. Neighboring jurisdictions 

should forward a copy of their approval letter to the District.  

2.2.1 Typical Projects Requiring Submittal Review 

There are three general types of projects that require engineering submittals to be reviewed by 

the District. These project types include 1) construction of new projects, modification and/or 

improvement of existing facilities, or impacting the existing facilities which are maintained by the 

District, 2) construction of drainage facilities which are physically located in, on, over, under, or 

adjacent to a drainage facility maintained by the District, and 3) development of public projects 

that do not affect the facilities maintained by the District such as natural channels, lakes, drainage-

ways, etc. or future drainage facilities described in a drainage master plan. Table 2-1 presents 

examples of projects corresponding with each general project category.  

Table 2-1: Examples of Projects to be Reviewed by WCID #5 

General Project Category Examples of Projects 

Projects impacting existing 
facilities maintained by the 

District 

 Detention basins; open 
channels; bridges, culverts, and 

other hydraulic structures 
associated with open channels 

Projects physically located in, on, 
over, under, or adjacent to a 

drainage facility maintained by 
the District 

Land development projects; 
roads and highways; bridges and 

culverts 

Public projects that do not 
impact or affect the facilities 

maintained by the District 

Proposed subdivision 
development; 

residential/commercial site 
development; roads and 

highways  
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2.2.2 Submittal Types 

Engineering submittals typically made in connection with new development or drainage studies 

may include the following: 

 Engineering Reports: These documents, which may take the form of letter reports or more 

extensive and formal bound reports, normally describe the results of analyses of existing 

and/or proposed drainage conditions. Engineering reports may be submitted as a basis for 

better understanding of existing conditions (i.e., a floodplain revision report), to support a 

request for approval of construction documents for a proposed facility (i.e., a preliminary 

engineering report for a roadway improvement project), or to serve as a plan for future 

conditions (i.e., a master drainage report for a given watershed). 

 Construction Documents: These include engineering drawings and specifications for a 

proposed facility or development which will affect stormwater drainage or flood control. 

 Permit Applications: These are applications for building permits, floodplain fill permits, and 

other permits required by WCID #5.  

2.2.3 Engineering Report General Requirements 

It is recommended that engineering reports be prepared in such a manner as to include all of the 

necessary information without referencing previous submittals. Each report should utilize text, 

tables, and exhibits to thoroughly document the methods, data, and assumptions used in 

completing analyses of the proposed activity as well as the results obtained. Detailed 

computations and computer printouts should be attached to the report in the form of appendices. 

All reports should be bound to ensure that the report text, exhibits, and attachments stay 

together. All reports and accompanying materials should be submitted in a manageable format. 

should be presented in a clear and concise manner. 

The following exhibits and calculations should be submitted with engineering reports as 

appropriate: 

 Vicinity Map: A map showing the project site with respect to recognizable landmarks in the 

vicinity. This could be a city map with the boundaries of a new development, or the limits of 

a channel improvement project indicated to mark the project location. 

 Site Map: This is a detailed map of the project site that illustrates the type and extent of 

activities that are proposed to be completed. For new developments, a plat with all proposed 

streets, lot boundaries, etc. may be used to satisfy this requirement. 
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 Watershed or Drainage Map: A watershed or drainage map which illustrates all drainage 

boundaries, flow directions, and computation points. 

 Discharge Calculations: Calculations specifying computed discharges at key locations, with 

comparisons of existing and proposed discharges where appropriate. Drainage areas, runoff 

coefficients, rainfall depths and intensities, infiltration loss parameters, unit hydrograph 

parameters, and other applicable hydrologic data should be included and clearly 

documented. For computer applications, printouts should be attached. 

 Hydraulic Calculations: Hydraulic calculations specifying the methods used in analyzing 

channels, storm sewers, and other hydraulic structures and providing a summary of the 

results obtained. Cross-section data, roughness coefficients, flow rates, and other data should 

be clearly documented. For computer applications, printouts should be attached. 

 Benchmark Information: A description of the benchmark used to establish existing and 

proposed elevations in the project area, including the exact location, the elevation, and the 

source of the elevation. 

 Right-of-Way Map: A map which illustrates existing and proposed channel and utility ROWs 

and easements. It should include both underground and overhead utilities and all drainage 

easements, including proposed easements. Sufficient ROW must be permanently set aside to 

allow for the construction of the most extensive permanent drainage facilities proposed to 

pass through the development in the future. These facilities may include open or enclosed 

channels, storm sewers, ditches, or swales. For channels, the width of the ROW must be 

adequate to provide for the channel itself plus minimum maintenance berm widths.  For 

enclosed systems, the minimum ROW width is equal to the widest dimension of the 

underground conduit plus two times the maximum depth from finished ground to the invert 

of the conduit, or 30 feet, whichever is greatest. 

 Soils Report: A soils report, prepared by a qualified geotechnical engineer, which identifies 

the existing soil types and assesses the suitability of the soil for the proposed activity. The 

soils report should address erosion and slope stability in areas subject to the action of storm 

runoff. 

 Plotted Stream Profile: A profile of the subject stream which includes computed water 

surface profiles, existing and proposed flow-line profiles, the locations of existing and 

proposed bridges, culverts, and utility crossings, the locations of tributary confluences and 

major storm sewer outfalls in or near the project area, and the locations of hydraulic 

structures such as dams, weirs, and drop structures. 
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 Plotted Cross-Sections: Typical cross-sections of the subject stream for both existing and 

proposed conditions. 

 Floodplain Maps: A FIRM showing the boundaries of the existing 100-year floodplain and 

floodway in the project area, and a separate map which illustrates proposed changes in 

floodplain or floodway boundaries. 

 Facility Layout Map: Plan, elevation, and cross-section views of drainage facilities such as 

detention basins, roadway culverts, bridges. 

 Erosion Control: All drainage facilities must be designed and maintained in a manner which 

minimizes the potential for damage due to erosion. No bare earthen slopes will be allowed. 

Various slope treatments, including turf establishment, concrete slope paving, and riprap are 

accepted. Flow velocities should be kept below permissible values for each type of slope 

treatment. Interceptor structures and backslope swale systems are required to prevent sheet 

flows from eroding the side slopes of open channels and detention facilities. 

2.3 Specific Submittal Requirements 

Specific submittal requirements associated with new development projects, hydrologic studies, hydraulic 

studies of primary drainage facilities, and detention studies are outlined in Subsections 2.3.1 through 

2.3.4, respectively.   

2.3.1 New Development 

Submittals for all new development shall include the following items: 

 A plat of the development illustrating property boundaries, individual lot boundaries, streets, 

drainage easements, etc. 

 A hydrologic impact analysis that identifies the potential effects of the development on 

downstream peak flow rates. 

 If necessary, a hydraulic impact analysis that identifies the potential effects of the 

development on upstream flood levels. 

 A preliminary engineering report that presents the results of impact analyses, describes 

proposed mitigation measures, provides construction cost estimates, etc. 

 Preliminary construction plans for proposed streets, storm drainage facilities, utilities, and 

other features may be submitted along with the preliminary engineering report. Final 

construction plans should be prepared after WCID #5 has completed its review of the report 

and issued written comments. 
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2.3.2 Hydrologic Studies 

Major watershed hydrologic studies will be summarized in a report which contains sufficient text, 

exhibits, and computer output to completely describe the methods, data, and assumptions used 

in the analysis, and the results obtained. Information provided in the report should include the 

following: 

 A description of the analysis and the results obtained 

 Tabulations of all hydrologic modeling parameters 

 Tabulations of all computed peak flow rates 

 A watershed map which illustrates the borders of each sub-area included in watershed 

modeling 

 A hydrologic parameter map which illustrates all watercourse lengths, drainage areas, and 

developed areas 

 Output from all hydrologic models used in the analysis 

 A computer compact disk or flash drive containing input files for all hydrologic and hydraulic 

models 

2.3.3 Hydraulic Studies of Primary Drainage Facilities 

For hydraulic analyses and designs of primary drainage system components, an engineering 

report containing the following items should be submitted: 

 Sufficient text to summarize the methods, data, and assumptions used in completing the 

analysis, as well as the results obtained 

 Calculations and other information supporting the flow rates used in the analysis 

 Tabulations of hydraulic modeling data and results 

 Vicinity and site maps which illustrate the location of the project area and the extent of the 

stream reach being analyzed 

 A plotted stream profile(s) 

 Plotted cross-sections of the stream with computed flood levels superimposed 

 A copy of the effective Flood Insurance Rate Map (FIRM) for the project area and, as needed, 

a proposed conditions floodplain and floodway map which illustrates proposed changes in 

floodplain and floodway boundaries 
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 Copies of all hydraulic calculations 

 An analysis of the effects of proposed improvements on downstream peak flow rates and 

upstream flood levels 

 Recommendations for mitigating any adverse impacts associated with proposed 

improvements to channels or structures 

 Output from all hydraulic computer models used in the analysis 

 A computer disk, flash drive or other media containing input files for all hydraulic models 

For studies involving improvements to open channels and hydraulic structures or designs of new 

open channels, a ROW map should also be submitted. Preliminary construction plans may be 

submitted along with the engineering report. Final plans should be prepared after WCID #5 has 

completed its review of the engineering report and issued comments. 

2.3.4 Detention Studies 

The following information must be submitted in support of designs for detention facilities: 

 Vicinity, site, and watershed maps that clearly illustrate the location of the facility, its physical 

extents and configuration, its drainage area, and the relationship of its drainage area to the 

overall boundaries of the major watershed in which it is located 

 A ROW map which illustrates all existing and proposed ROWs in the immediate vicinity of the 

detention facility 

 Discharge calculations which identify peak flow rates for pre-development and post- 

development conditions for the design storm event 

 Hydraulic calculations on which the design of the detention discharge structure is based 

 For facilities with a drainage area of less than 200 acres, calculations establishing the required 

detention storage volume 

 For facilities having a drainage area of 200 acres or more, a detention flood routing analysis 

which assesses the effectiveness of the detention basin in mitigating impacts on downstream 

peak flow rates 

 Calculations involving the required capacity of supplemental and/or emergency discharge 

structures 

 Exhibits which illustrate the configuration of the detention facility, inflow structure, and 

discharge structure 
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 Benchmark information 

 A soils report which discusses the suitability of the soil for construction of the proposed 

facilities 

These items should be submitted in support of a written report. The report should describe the 

proposed location and configuration of the detention facility, the methods used in the design of 

the facility, and the conclusions of the detention analysis with regard to the effectiveness of the 

facility in mitigating increases in downstream peak flow rates. If the detention has been provided 

by other projects, a memorandum should be provided to explain how the existing detention 

facility serves this proposed project. Preliminary construction plans may be submitted along with 

the engineering report. Final plans should be prepared after WCID #5 has completed its review of 

the engineering report and issued comments. 

2.3.5 Rural Subdivision Submittals 

For designs of rural subdivisions, the following items should be included in the submittal package: 

 Drainage area map showing existing drainage ways on or adjacent to property. 

 Map(s)/drawing(s) showing existing drainage patterns before development and proposed 

drainage patterns after development, for both small storm events and large storm events. 

 Preliminary (and eventually final) plat with the following plat notes: 

o The latest floodplain information, including Base Flood Elevation, and Flood Insurance 

Rate Map Panel Number and Date. 

o Land use within the subdivision is limited to an average imperviousness of no more than 

25% according to the average lot size shown on the plat and corresponding maximum 

allowable percent imperviousness described in Table 5-11. The drainage and/or detention 

system has been designed with the assumption that this average percent imperviousness 

will not be exceeded. If this percentage is to be exceeded a replat and/or redesign of the 

system may be necessary. 

o The minimum slab elevation shall be 18 inches above 100-year floodplain elevation, or at 

least 2 feet above natural ground, or 1 foot above the crown of any down-gradient 

roadway, whichever is higher. Floodplain information notes should be included. 

o This rural subdivision employs a natural drainage system which is intended to provide 

drainage for the subdivision that is similar to that which existed under pre-development 
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conditions. Thus, during large storm events, ponding of water should be expected to 

occur in the subdivision to the extent it may have prior to development, but such ponding 

should not remain for an extended period of time. Street ponding information notes 

should be included. 

2.4 Review and Approval of Submittals to WCID #5 

Upon receiving an engineering submittal, representatives of WCID #5 will check it for completeness and 

will request additional information as needed. Upon receiving all of the information necessary to 

thoroughly evaluate the submittal, the District will complete the review. Written comments will be 

forwarded to the submitter, who will make any corrections or adjustments to the analysis and re-submit 

a final package. Upon determining that all necessary corrections and adjustments have been made, the 

District will prepare a written approval of the submittal. Table 2-2 provides an overview of the 

coordination, review, and project acceptance process.  

Table 2-2: Project Coordination and Review Process Overview 

Stage Who Does It What Happens 

1 
Initiation 

 

Applicant 
Submits a letter of intent to the District containing relevant project 
information outlined in the District Drainage Criteria Manual. 

District 
Responds to letter with feedback. The District may request 
additional information from the Applicant if necessary.  

2 
Design and 

Review 
 

Applicant 
Incorporates District comments into project. Prepares submittal 
package, including necessary construction drawings, and/or 
engineering report for District review. 

District Reviews submittal package and provides comments to Applicant. 

3 
Approval 

 
 

Applicant 
Applicant addresses comments and submits a revised submittal 
package to the District. 

District 
District reviews the revised submittal and confirms comments have 
been addressed. If comments are adequately addressed, District 
prepares and sends to the Applicant a written approval letter. 

4 
Construction 

Applicant 
Obtains necessary permits. Obtains approval to enter District 
facilities/ROW and notifies District prior to beginning work. 
Constructs project, inspects work, and certifies completed work. 

District 
Monitors ongoing work and confirms work completed satisfactorily 
in accordance with District standards and approved construction 
drawings. 

5 
Acceptance District 

For projects to be owned and maintained by the District, the District 
accepts maintenance responsibilities after one year (warranty 
period) when all applicable requirements in this manual are 
completed. District prepares and sends a written letter of 
acceptance. 
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3 HYDROLOGIC & HYDRAULIC CONCEPTS 
The purpose of this section is to present a brief summary of hydrologic and hydraulic concepts that are 

required to understand and apply the criteria presented in this manual. This chapter also includes a 

description of the effects of urbanization on the watershed as well as a description of the National Flood 

Insurance Program (NFIP). 

3.1 Definitions of Basic Technical Terms 

 Conveyance: the ability of a channel or conduit to carry water in the downstream direction. 

 Cross-sectional area: the total area available to carry flow, measured at a vertical plane (cross- 

section), which cuts across a channel or conduit perpendicular to the direction of flow. 

 Floodplain: an area inundated by flood waters during or after a storm event of a specific 

magnitude. 

 Friction loss: a loss in energy associated with friction between flowing water and the sides of a 

channel or conduit. 

 Hydraulic radius: a parameter computed as the cross-sectional area divided by the wetted 

perimeter. 

 Hydrology: the study of the processes through which atmospheric moisture passes between the 

time that it falls to the surface of the earth as rainfall and the time that it returns to the 

atmosphere. 

 Hydrograph: a graph which relates rate of flow and time. 

 Infiltration: the process by which rainfall soaks into the ground. 

 equation: a mathematical formula which relates the velocity or rate of flow in a 

channel or conduit to the physical characteristics of the channel or conduit. 

 Minor loss: a loss in energy associated with changes in flow direction or velocity. 

 Probability: the chance, usually expressed in percent, that a storm event of a particular intensity 

and duration will occur in any given year; equal to the reciprocal of the recurrence interval. 

 Rainfall intensity: the rate at which rainfall occurs, typically expressed in inches per hour. 

 Recurrence interval: the average period of time that will elapse between storms of a particular 

intensity and duration (equal to the reciprocal of the probability). 

 Roughness Coefficient: a number which represents the relative resistance to flow in a channel or 
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conduit. 

 Runoff: precipitation which does not infiltrate into the ground but instead makes its way to a 

stormwater drainage facility. 

 Storm event: a single period of heavy rainfall, normally lasting from a few minutes to a few days.

 Time of Concentration: the time required for water to travel from the most remote point in a 

watershed to the point at which a peak flow rate or runoff hydrograph is to be computed. 

 Unit hydrograph: a runoff hydrograph which represents the response of a watershed to 1 inch of 

runoff. 

 Watercourse: a path which water follows from the boundary of a watershed to the watershed 

outlet. 

 Wetted perimeter: the total distance along a channel or conduit cross-section that is in contact 

with water that is flowing in the channel or conduit. 

3.2 Basic Hydrologic Concepts 

3.2.1 The Hydrologic Cycle 

The term hydrologic cycle refers to a series of processes through which moisture falls to earth as 

precipitation and returns to the atmosphere. The basic processes involved in the hydrologic cycle 

include rainfall, infiltration, interflow, storage, evaporation, and transpiration. Exhibit 3-1 

illustrates the interaction of these processes. 

3.2.2 Design Rainfall Events 

Rainfall normally occurs in irregular patterns with respect both to space and time. However, 

analyses. These design storm events are developed through statistical analyses of long periods of 

recorded rainfall data and are defined by the recurrence interval and storm duration. For example, 

a 100-year, 24-hour storm is a 24-hour duration design storm which has a 1% probability of 

occurring in any given year. As discussed in Section 4, the 100-year, 24-hour rainfall depth for 

WCID #5 is 18.3 inches. The 5-year and 25-year, 24-hour storms have associated rainfall depths of 

7.41 inches and 12.4 inches, respectively. Table 4-3 provides a summary of the relationship 

between rainfall depth, duration, and recurrence interval for WCID # 5, Texas. 
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3.2.3 Infiltration and Runoff 

A portion of the rainfall that reaches the earth soaks into the ground via infiltration, while the 

balance of the rainfall is called runoff (Exhibit 3-1). Since infiltration increases with the porosity of 

the soil, infiltration for clay soils is less than for sandy soils. Infiltration is reduced as the moisture 

content of the soil is increased and ceases when the soil becomes saturated. As infiltration 

decreases, runoff increases and vice versa. 

3.2.4 Runoff Hydrographs 

Runoff hydrographs are relationships between the rate of runoff and time. Hydrographs are 

important because they provide information on the peak rate of runoff and variations in runoff 

rates throughout the duration of a particular storm event. These variations can be significant in 

defining the response of a watershed to a rainfall event, especially when the watershed is large 

and runoff continues over many hours or days. 

A unit hydrograph is a hydrograph which reflects the response of a watershed to a rainfall event 

that produces exactly 1 inch of runoff. Runoff hydrographs for storm events producing more or 

less than 1 inch of runoff are computed from a unit hydrograph by multiplying each individual 

flow rate in the unit hydrograph by the actual runoff volume in inches. This computation is based 

on various hydrologic parameters and is performed automatically by software programs such as 

HEC-HMS, which was developed by the Hydrologic Engineering Center of the U.S. Army Corps of 

Engineers (USACE). Exhibit 3-2 illustrates the relationship between unit hydrographs and runoff 

hydrographs. 
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3.3 Basic Hydraulic Concepts 

3.3.1  Equation 

physical condition of an open channel, a storm sewer pipe, or a box culvert. The equation is 

written as follows: 

    Equation 3-1 

where:  = the flow rate (cubic feet per second) 

 = a roughness coefficient related to the relative condition of the channel or 

  
= 

structure 

the cross-sectional area of flow (square feet) 

 = the hydraulic radius, which is computed as the flow area divided by the 
  wetted perimeter (feet) 

 = the slope of the channel or structure 

 

The roughness coefficient (n value) is a measure of the roughness of the surfaces with which water 

comes into contact. For example, higher n values represent rougher surfaces and lower n values 

represent smoother surfaces. Information on selecting n values for open channels and storm 

sewers is included in Section 5. Exhibit 3-3 illustrates some of the basic concepts associated with 

 equation. 

3.3.2 Conveyance 

Conveyance is a measure of the capacity of a channel, floodplain, or hydraulic structure to carry 

stormwater. As indicated in Equation 3-2, conveyance increases with the cross-sectional area of 

flow, the depth of flow in the structure, and the smoothness of the surfaces with which water 

comes into contact. For example, enlarging a drainage channel will increase the conveyance and 

the rate of stormwater flow within the channel. Clearing away trees and brush from a channel will 

have the same effect. Replacing a corrugated metal pipe (CMP) with a reinforced concrete pipe 

(RCP) of the same diameter also results in an increased conveyance because of the smoother 

interior of the RCP. 
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      Equation 3-2 

where:   K  =  conveyance (cubic feet per second) 

3.4 Effects of Urbanization 

Urbanization includes activities such as land clearing, new development, roadway construction, 

improvements to drainage systems, changes in natural land topography, placement of fill in floodplains, 

and construction of pavements and other impervious surfaces. These types of activities have significant 

effects on the response of a watershed to rainfall which are summarized below. 

 Increased Volume of Runoff: Urbanization is typically accompanied by an increase in the 

percentage of the ground surface that is covered by impervious materials which decreases 

infiltration and increases the volume of runoff. 

 Increased Rate of Runoff: In most urbanized areas, drainage systems are designed to collect and 

convey stormwater as efficiently as possible away from areas occupied by homes, businesses, and 

roadways. This efficiency tends to concentrate stormwater runoff more quickly than the natural 

drainage system in most areas.  In addition, re-grading of natural slopes and the removal of flow-

retarding vegetation eliminates natural storage that attenuates runoff rates in non-urbanized 

areas. These factors cause runoff rates from urbanized areas to exceed rates from undeveloped 

areas which tends to increase the water surface elevations (WSELs) in channels. 

 Modified Watershed Response: The increased efficiency of urban drainage systems tends to 

decrease the time of concentration from developed drainage areas so that the peak runoff rate 

occurs more quickly than from the same area prior to development. As a result, development of a 

drainage area may adversely impact WSELs within the receiving channel due to changes in the 

timing of peak runoff rates. These adverse impacts may occur even if detention is provided and 

the developed peak runoff rate is less than the undeveloped peak runoff rate. 

 Reduced Floodplain Conveyance: Lots and/or building pads located in flood-prone areas are 

typically elevated with fill material. The placement of this material in floodplains creates 

obstructions to flow and reduces the available conveyance in the floodplain. The construction of 

elevated roads across the floodplain has a similar effect. Such reductions in the conveyance 

capacity of the floodplain tend to increase WSELs in channels. 
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3.5 Flood Insurance Concepts 

The purpose of the NFIP, which is administered by the Federal Emergency Management Agency (FEMA), 

is to offer affordable flood insurance for homes and businesses located in flood-prone areas. Delineations 

of flood-prone areas are completed in Flood Insurance Studies (FIS) commissioned by individual 

participants (typically cities and counties) in the program. FEMA publishes the results of these studies as 

bound FIS and as Flood Insurance Rate Maps (FIRMs). The purpose of FIS is to define areas with a certain 

chance of flooding. The 100-year rainfall event, which has a 1% probability of occurring in any given year, 

is used as a standard measure. However, FIS and FIRMs are not intended to indicate with certainty that a 

particular area will or will not flood over a given period of time. 

FIS include hydrologic studies to define peak flow rates along studied streams for 10-, 50-, 100-, and 500-

year rainfall events. Hydraulic analyses are also performed to establish base flood elevations (BFEs) along 

studied streams for each of these rainfall events and to define the boundaries of the 100- and 500-year 

floodplains as well as the floodway. As shown on Exhibit 3-4, the floodway is a corridor of effective flow 

that includes the channel and any adjacent land areas required to pass the 100-year peak discharge rates 

without increasing the WSEL at any point along the channel more than 1 foot above the 100-year BFE. 

FIRMs provide data on 100-year BFEs, illustrate the boundaries of the floodway and 100- and 500-year 

floodplains, and designate flood hazard zones for insurance purposes (Exhibit 3-5 and Exhibit 3-6). The 

irregular lines drawn across the 100-year floodplain at 1-foot intervals indicate the BFEs along the stream. 
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Exhibit 3-1: The Hydrologic Cycle 
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Exhibit 3-2: Relationship between Unit and Runoff Hydrographs 
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Exhibit 3-3  



3 HYDROLOGIC & HYDRAULIC CONCEPTS 

WCID #5 Drainage Criteria Manual             3  Hydrologic & Hydraulic Concepts
August 2025 23 

 
Exhibit 3-4: Relationship between the 100-year Floodplain and Floodway 
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Exhibit 3-5: Typical Liberty County Flood Insurance Rate Map 

Typical Liberty County Flood 
insurance rate map 
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Liberty County Water Control 
Improvement District #5 
 

Typical Flood Insurance Map for WCID #5 Jurisdictional Area 

Date February 2024 Exhibit No. 3-6 

Exhibit 3-6: Typical Flood Insurance Map for WCID #5 Jurisdictional Area
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4 HYDROLOGY 
The purpose of this section is to provide detailed information on the hydrologic analyses required by WCID 

#5. This section is divided into two main sections. Section 4.1 describes requirements for the hydrologic 

analysis of drainage areas up to 200 acres, while Section 4.2 describes requirements for the hydrologic 

analysis of drainage areas greater than 200 acres. 

4.1 Drainage Areas up to 200 Acres 

4.1.1 Introduction 

This section describes the methods to be used in hydrologic analyses of drainage areas up to 200 

acres. These analyses may be completed using the Rational Method. However, a HEC-HMS 

hydrologic analysis can also be performed for drainage areas up to 200 acres using the 

methodology described in Section 4.2. 

4.1.2 The Rational Method 

The Rational Method relates the runoff rate from a watershed to drainage area, land use, and 

rainfall intensity. The basic equation used in the Rational Method to compute the runoff rate is: 

 

Q = C × I × A Equation 4-1 

where:   Q = the peak runoff rate (cubic feet per second) 

 C = a runoff coefficient dependent on land use recurrence interval 

  I = the rainfall intensity (inches per hour) 

 A = the drainage area (acres) 

 

4.1.3 Establishing the Drainage Area 

Drainage areas for Rational Method analyses should be established using topographic maps, 

storm sewer layouts, and other available information. At each computation point, the drainage 

area is defined as the total area contributing runoff at that location.  
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4.1.4 Determining Runoff Coefficients 

Table 4-1 provides a summary of runoff coefficients for various land uses, overland slopes, and 

soil types. The appropriate runoff coefficient may be selected by establishing the land use and 

consulting this table. For example, an area developed as an apartment complex with less than 20 

service units per acre would have a runoff coefficient of 0.65. Land use data may be obtained from 

zoning maps, aerial photographs, and site visits. 

Table 4-1: Rational Method Runoff Coefficients and Percent Impervious Cover 

Land Use Percent Impervious Runoff Coefficient 
(c) 

Commercial/ Multifamily 85 0.85 
Industrial 72 0.75 
Detention (Wet) 85 0.85 
Detention (Dry) 38 0.45 
Major Thoroughfares 2 90 0.90 
Pavement  100 0.95 3 
Open Space  Row Crops 0 0.20 
Open Space  Pasture Land 0 0.15 
Open Space  Wooded/Forested 0 0.15 
Open Spaces  Parks/Green Space 5 0.30 
Cemeteries 0 0.15 
Churches (up to 5 acre parcel) 60 0.50 
Residential  1/9 Acre1 

60 0.60 
Residential  1/8 Acre1 

Residential  1/7 Acre1 

Residential  1/6 Acre1 

Residential  1/5 Acre1 

Residential  ¼ Acre1 50 0.55 
Residential  1/3 Acre1 45 0.50 
Residential  ½ Acre1 38 0.45 
Residential  1 Acre1 22 0.35 

1 5 0.20 
Schools 40 0.45 

1 Local streets are included in impervious cover for residential areas.  
2 Major thoroughfares assume boulevard sections with some landscaped medians and grass buffers are included. As an 

 
tegories.  

3 From Table 4-10 TxDOT Hydraulic Design Manual. 
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For drainage areas with multiple land uses, runoff coefficients and drainage areas associated with 

each land use shall be determined. The composite runoff coefficient shall then be computed using 

Equation 4-2: 

    Equation 4-2 

where: Cw = weighted runoff coefficient 

Ci  = runoff coefficients for various land uses 

Ai  = drainage areas corresponding to values of Ci (acres) 

AT = total drainage area (acres) 

4.1.5 Establishing the Time of Concentration 

The time of concentration (TC) is defined as the time (in minutes) required for all portions of the 

watershed to contribute runoff at the computation point. The TC is normally calculated by 

identifying the longest flow path within the watershed and estimating the time required for runoff 

to travel the entire length of this path. Stormwater runoff may pass through a range of flow 

conditions as it moves along the longest flow path. Overland sheet flow is characterized by very 

shallow depths of less than 2 inches. Within a short distance of about 100 to 300 feet, stormwater 

runoff begins to flow at greater depths to collect in streets, swales, and small ditches or gullies 

and is commonly known as concentrated overland flow. Finally, the runoff collects in storm 

sewers, creeks, and drainage channels in which flow depths may reach . 

To estimate TC, the longest flow path is divided into reaches that represent the various types of 

flow conditions, and the flow velocity for each individual reach is estimated. For example, the 

longest flow path may include overland sheet flow, concentrated flow in a roadside ditch, and 

flow in a drainage channel. Flow velocities for overland sheet flow and some concentrated flow 

conditions may be estimated using the Uplands Method, which relates flow velocity to overland 

slope and land use. This method was developed by the U.S. Department of Agriculture Soil 

Conservation Service (SCS). Exhibit 4-1 provides a graphical representation of the Uplands 

Method. 

equation or a HEC-RAS model. The length of each individual reach is divided by the flow velocity 

to obtain the time of travel required for water to pass through the reach, and TC is calculated as 

the sum of the individual travel times. 
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4.1.6 Computation of Rainfall Intensity 

The rainfall intensity (I) for a particular frequency used in the Rational Method may be determined 

from Equation 4-3, which was originally developed by the Texas Department of Transportation 

(TxDOT) based on United States Geological Survey (USGS) Scientific Investigation Report 2004-

- . Parameter 

values listed in Table 4-2 

-Frequency Atlas of the United States, Volume 11 

 and assumes a time of concentration of 10 minutes. 

 

 Equation 4-3 

 

where:     I = rainfall intensity (inches per hour) 

TC = time of concentration (minutes) 

b, d, e = rainfall intensity parameters from Table 4-3 

 

If the calculated TC is less than 10 minutes, then a TC of 10 minutes should be used in Equation 4- 

3. 

Table 4-2: Rainfall Intensity Parameters 

CONSTANTS FOR LIBERTY COUNTY, TEXAS 

Storm Frequency e b (in) d (min) 
2-Year 0.786 66 12.6 
5-Year 0.764 76 12.3 

10-Year 0.744 83 12.2 
25-Year 0.721 92 12.2 
50-Year 0.704 98 12.1 

100-Year 0.687 104 12.3 

4.1.7 Analyzing a Watershed with Multiple Sub-Areas or Computation 
Points 

When analyzing a watershed with multiple sub-areas or computation points, the peak flow rate 

at the computation point located furthest upstream is computed first. Peak flow rates are 
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computed at subsequent points while moving in the downstream direction. At each point, the 

total drainage area is determined, and TC is computed for the longest flow path from the most 

remote point in the entire watershed to the current computation point. Exhibit 4-2 shows a typical 

layout of a small watershed with multiple sub-areas and computation points.  The rainfall intensity 

for the peak flow rate computation is calculated using this TC. As discussed in Section 4.1.4, a 

weighted runoff coefficient shall be computed using the coefficients for individual sub-areas 

upstream of the computation point. 

4.2 Drainage Areas Greater than 200 Acres 

These analyses shall be completed using the HEC-HMS computer program developed at the Hydrologic 

Engineering Center of the U.S. Army Corps of Engineers (USACE). The hydrologic parameters discussed in 

Sections 4.2.1 to 4.2.5 are the basis for developing HEC-HMS models. 

4.2.1 Watershed Boundaries 

Topographic information, storm sewer layouts, and other available information shall be used to 

provide the level of detail necessary to delineate additional sub-area boundaries as needed.  The 

number of sub-areas required for the HEC-HMS analysis is a function of the number of 

computation points. These are typically established at confluences with tributaries, roadway 

crossings, or other points of interest (e.g., lakes and reservoirs, etc.). Normally, there is one sub-

area above the first analysis point and one or more between each pair of successive analysis 

points. There is also at least one sub-area for each tributary. 

4.2.2 Rainfall Data 

The rainfall depth-duration-frequency data for the Liberty County WCID #5, listed in Table 4-3, are 

based on NOAA Atlas 14 precipitation and frequency estimates and shall be used in HEC-HMS 

hydrologic analyses. Exhibit 4-3 illustrates the IDF curves developed from this data. The rainfall 

depth data and exceedance probability associated with the design storm event shall be entered 

in the meteorological model of HEC-HMS. A 1% exceedance probability would be entered for a 

100-year storm event, 4% would be entered for a 25-year event, and 20% would be entered for a 

5-year event. 
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A maximum intensity-duration of five minutes shall be used for the analysis regardless of the 

design storm event. A value of 67% is used as the peak center and the HEC-HMS program 

automatically distributes the rainfall over a 24-hour period in such a manner that the maximum 

rainfall intensity occurs at approximately two-thirds of the storm event. Rainfall leading up to and 

following the period of maximum intensity is distributed in a manner which produces a balanced 

rainfall distribution. Since the use of the total area option in HEC-HMS is problematic for many 

types of hydrologic analysis, point rainfall data is used in WCID #5 and a total storm area of 0.01 

square miles, or other approved area, is used to compute runoff hydrographs. A baseflow of zero 

shall be used unless project-specific considerations warrant the use of this parameter. 

Table 4-3: Rainfall Data for Liberty County WCID #5, Texas 

Recurrence 
Rainfall Depth (inches) for Given Duration based on NOAA Atlas 14 Rainfall 

15 min 30 min 60 min 2 hour 3 hour 6 hour 12 hour 24 hour 

2 1.22 1.77 2.36 2.96 3.32 3.96 4.66 5.41

5 1.53 2.19 2.95 3.80 4.33 5.29 6.31 7.41

10 1.78 2.55 3.45 4.56 5.29 6.59 7.94 9.38

25 2.13 3.03 4.14 5.67 6.73 8.61 10.5 12.4

50 2.40 3.39 4.66 6.58 7.98 10.4 12.7 15.1

100 2.67 3.77 5.22 7.60 9.38 12.5 15.3 18.3

500 3.38 4.83 6.84 10.5 13.3 18.3 23.2 28.1

4.2.3 Infiltration Losses 

Infiltration losses shall be accounted for using the Green & Ampt method. This method estimates 

infiltration losses based on a function of soil texture and the capacity of the given soil type to 

convey water. The advantage of this method is that the parameters can be estimated based on 

soil type. The parameters should be applied on a watershed-wide basis. 

Table 4-4 shows the volume moisture deficit, wetting front suction, and hydraulic conductivity 

parameters for various soil textures and types. The hydrologic soil group to which a particular soil 

belongs may be determined by consulting the Soil Survey or the Soil Survey Geographic Database 

(SSURGO) for WCID #5, Texas. 
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Table 4-4: Green & Ampt Loss Parameters 

Soil Classification 

 
Volume Moisture 

Deficit 

 
Wetting Front Suction 

(inches) 

 
Hydraulic Conductivity 

(inches/hour) 

Soil Texture 
Sand 0.417 1.95 9.276 
Loamy Sand 0.402 2.41 2.354 
Sandy Loam 0.412 4.33 0.858 
Loam 0.436 3.50 0.520 
Silt Loan 0.486 6.57 0.268 
Sandy Clay Loam 0.330 8.60 0.118 
Clay Loam 0.389 8.22 0.079 
Silty Clay Loam 0.431 10.75 0.079 
Sandy Clay 0.321 9.41 0.047 
Silty Clay 0.423 11.50 0.039 
Clay 0.385 12.45 0.024 
Soil Group 

A (freely draining) 0.417 1.95 9.276 
B (intermediate) 0.436 3.50 0.520 
C (intermediate) 0.389 8.22 0.079 
D (poorly draining) 0.385 12.45 0.024 

4.2.4 Initial Abstraction 

Initial abstraction losses shall be accounted for using the Soil Conservation Service (SCS) Curve 

Number method, which is an empirical method developed by the U.S. Department of Agriculture. 

Equation 4-4 can be used to compute the initial abstraction for specific soil types. 

I
a 

= 0.2S Equation 4-4 

 

where:   Ia = the initial abstraction depth (inches) 

S = initial retention =  - 10  

  CN = SCS Curve Number, from Table 4-5 

The Curve Number is a function of soil structure, antecedent watershed moisture, and land use. 

Soil structure is defined by assigning individual soils to one of four hydrologic soil groups (A 

through D) that represent a wide range of soil porosities. Soils belonging to hydrologic soil group 

A are the most porous, while soils in group D are the least porous.  The hydrologic soil group may 

be determined from the Soil Survey for WCID #5 area, Texas or the Soil Survey Geographic 
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Database (SSURGO) for Liberty County. Table 4-5 provides a summary of SCS Curve Numbers for 

various land uses, taken from the SCS National Engineering Handbook, Section 4. 

Table 4-5: SCS Curve Numbers 

Land Use Description 
Hydrologic Soil Group 

A B C D 
Cultivated Land     

Without Conservation Treatment 72 81 88 91 
With Conservation Treatment 62 71 78 81 

Pasture or Range Land     

Poor Condition 68 79 86 89 
Good Condition 39 61 74 80 

Meadow: Good Condition 30 58 71 78 
Wood or Forest Land     

Thin Stand, Poor Cover, No Mulch 45 66 77 83 
Good Cover 25 55 70 77 

Open Spaces, Lawns, Parks, Cemeteries     

Good Condition, 75% Grass Cover 39 61 74 80 
Poor Condition, 50-75% Grass Cover 49 69 79 84 

Commercial and Business Areas (85% Impervious) 89 92 94 95 
Industrial Districts (72% Impervious) 81 88 91 93 
Residential     

Average Lot Size Average % Impervious     

1/8 acre or less 65 77 85 90 92 
1/4 acre 38 61 75 83 87 
1/3 acre 30 57 72 81 86 
1/2 acre 25 54 70 80 85 
1 acre 20 51 68 79 84 

Paved Parking Lots, Roofs, Driveways, Etc. 98 98 98 98 
Streets and Roads     

Paved with Curbs and Storm Sewers 98 98 98 98 
Gravel 76 85 89 91 
Dirt 72 82 87 89 

Source: SCS National Engineering Handbook, Section 4 
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For watersheds with varying land uses and soil types, composite Curve Numbers may be 

computed by determining the Curve Number and drainage area associated with each land use 

and/or soil category. The composite Curve Number may then be computed using the following 

equation: 

 

 Equation 4-5 

where:  CNw   = weighted Curve Number 

CNi = Curve Number for various land uses and soil types 

Ai = drainage areas corresponding to values of CNi (acres) 

AT = total drainage area (acres) 

 

In HEC-HMS applications, cumulative totals for rainfall and infiltration are maintained.  The total 

runoff is re-computed for every time-step. 

4.2.5 Percent Impervious Cover 

Percent impervious cover is a function of land urbanization and can be estimated from field 

observations, aerial photographs, and other supporting information on the drainage area. Table 

4-6 provides a summary of typical percent impervious cover corresponding with different land 

use categories. The values listed in Table 4-6 may be useful for preliminary estimates of 

impervious cover and accompanying runoff volume. However, design-level land use, including 

percent impervious, should be used to determine runoff volume and flows such that the project 

remains in compliance . 
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Table 4-6: Percent Impervious Cover Values for WCID #5, Texas 

Land Use % Impervious 
Commercial/ Multifamily 85 
Industrial 72 
Business Districts 80 

Detention (Wet) 85 
Detention (Dry) 38 
Major Thoroughfares 2 90 
Pavement  100 

Open Space  Row Crops 0 
Open Space  Pasture Land 0 
Open Space  Wooded/Forested 0 
Open Spaces  Parks/Green Space 5 
Cemeteries 0 
Churches (up to 5 acre parcel) 60 
Residential  1/9 Acre1 

60 
Residential  1/8 Acre1 
Residential  1/7 Acre1 
Residential  1/6 Acre1 
Residential  1/5 Acre1 
Residential  1/4 Acre1 50 
Residential  1/3 Acre1 45 
Residential  ½ Acre1 38 
Residential  1 Acre1 22 

1 5 
Schools 40 

4.2.6 Unit Hydrograph Methodology 

Unit hydrographs shall be computed based on the Clark Unit Hydrograph method, which is one of 

the unit hydrograph methods available in HEC-HMS.  The Clark Unit Hydrograph method uses 

three parameters to define a unit hydrograph for a watershed: the TC, a storage coefficient, and 

a time-area curve. The TC is defined as the time required for all portions of the watershed to 

contribute runoff at the computation point. Refer to Section 4.1.5 for more information on 

estimation of TC. The storage coefficient (R) is an indicator of the available stormwater storage 

volume within a watershed within depressions, ponds, channels, and floodplains. The value of R 

varies directly with the relative amount of storage volume within a watershed (i.e., the greater 

the storage volume, the higher the storage coefficient). For WCID # 5, R should be estimated from 

Equation 4-6 or any other methodology approved by WCID # 5. 

R = 3×TC Equation 4-6

The time-area curve relates the percentage of the watershed contributing runoff at the analysis 

point to the fraction of the TC which has elapsed since the beginning of runoff. The entire 
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watershed is considered to be contributing runoff at the outlet when the elapsed time is equal to 

or greater than the TC. This standard curve is applicable as long as extremes in watershed shapes 

(i.e., very large or very small ratios of watershed length to width) are avoided. Calculation of the 

time-area curve is handled internally by HEC-HMS with a standard time-area curve based on 

assumed watershed shape. 

Runoff hydrographs can be computed in HEC-HMS by selecting the Clark Unit Hydrograph 

method. In addition, the TC and R parameters should be entered for each subbasin. The 

meteorological model data works in conjunction with the subbasin editor data to calculate a 

hydrograph for each subbasin. 

4.2.7 Streamflow Routing 

Streamflow routing is the process by which the lagging and attenuating effects of travel time and 

storage on runoff hydrographs are taken into account as flood flows move from one analysis point 

to another. Although the HEC-HMS program offers several streamflow routing methods, WCID #5 

requires the use of the Modified Puls method where channel cross-sections and a HEC-RAS 

hydraulic model of the channel are available. For streamflow routing along channels without a 

HEC-RAS model, the Muskingum-Cunge Standard, Muskingum-Cunge 8-Point, or Muskingum 

methods should be used depending on which method is best suited to the specific application. 

However, if backwater conditions and/or overland flooding are anticipated, it is recommended 

that a HEC-RAS model of the channel be developed and the Modified Puls method be used. 

The Modified Puls method explicitly accounts for the effects of storage volume within the 

floodplain and is based on a simple continuity equation: 

 

S  I  O Equation 4-7 

 

where:  S = change in storage volume within the routing reach 

I = inflow to the routing reach 

O = outflow from the routing reach 

 

For the Modified Puls method, input to the HEC-HMS program consists of a set of flow rates and 

corresponding storage volumes which are input in the basin model routing reach window. 

Additionally, the number of sub-reaches and initial flow condition are selected in the same 

window.  
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The Muskingum method is an approximation of the continuity equation (Equation 4-7) that 

accounts for hysteresis, where channel storage is commonly observed to increase during the rising 

side of a passing flood wave and decrease during the falling side. Storage in the Muskingum 

method is modeled as the sum of prism and wedge storage, where wedge storage is either added 

to or subtracted from the prism storage, based on rising or receding stages, respectively. Flood 

wave attenuation is captured in the method through the inclusion of travel time and weighting 

between inflow and outflow influences. Required input parameters for this method include: the 

Muskingum K (travel time through the reach), Muskingum X dimensionless weight (ranges from 

0.0 to 0.5), and the number of sub-reaches. Equations for this method can be found in the US 

-HMS Technical Reference Manual.   

HEC-HMS modeling input for the Muskingum-Cunge Standard method consists of the following 

coefficient (n value), the shape of the channel (circular or prismatic), the bottom width or 

diameter, and the side slope ratio. This mathematical routing method provides an implicit 

accounting of storage within the channel. However, storage within the floodplain outside the 

defined channel is not considered. Although the same equations and solution techniques are used 

for the Muskingum-Cunge 8-Point method, the channel is described with eight station-elevation 

coordinates instead of a standard cross-section shape. Other required input items for this method 

are the reach length, energy slope, and n values for the channel and overbanks. 

4.2.8 Combining Hydrographs 

When analyzing basins or subbasins that have been divided into two or more sub-areas, it is 

necessary to combine runoff hydrographs from the individual sub-areas. Combining the 

hydrographs yields a single hydrograph which accounts for all the runoff from the individual sub-

areas. This is accomplished by inserting a junction in the HEC-HMS Basin Model. Connect the two 

sub-areas to the junction to obtain a combined hydrograph. 
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Exhibit 4-1: SCS Uplands Method 
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Exhibit 4-2: Watershed with Multiple Sub-areas 
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5 HYDRAULICS OF PRIMARY DRAINAGE FACILITIES 
The purpose of this section is to provide detailed information on the hydraulic analysis and design of 

primary drainage facilities within WCID #5. As indicated in Section 1, the primary drainage facilities include 

open channels, bridges, culverts, and enclosed drainage systems (i.e., open channels that have been 

enclosed). 

5.1 General Design Requirements for Primary Drainage Facilities 

The following design requirements are discussed in this section:  

 Design storm frequencies  

 Design requirements for earthen channels  

 Design requirements for concrete-lined channels  

 Design requirements for rectangular concrete low-flow sections  

 Transitions, bends, and confluences  

 Design requirements for culverts 

 Structural requirements for culverts 

 Design requirements for bridges 

 Design requirements for enclosed systems  

 Maximum allowable velocities 

5.1.1 Design Storm Frequencies 

The following design storm frequencies shall be used for analysis and design of open channels, 

bridges, culverts, and enclosed systems: 

 Channels draining up to 100 acres shall be designed to convey 25-year peak discharges with 

a minimum freeboard of 1 foot.

 Channels draining between 100 acres and 200 acres shall be designed to convey 50-year peak 

flow rates with a minimum freeboard of 1 foot.

 Channels draining greater than 200 acres shall be designed to convey 100-year peak flow rates 

a minimum freeboard of 1 foot. These channels shall also be analyzed using a 10-year design 

storm event.  
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 For open channel studies involving FEMA submittals, the 10-year, 50-year, 100-year, and 500-

year storm frequencies must be analyzed.

Table 5-1: Minimum Requirements for Channel Types 

Channel Type Roadside Ditch Small Channel Large Channel 
Description 

Shares a common 
edge with a roadway 

Typically located 
within the road ROW 

Does not share a 
common edge with a 

roadway 
Has a service area of 
less than 100 acres 

Typically located 
within a drainage 

easement 

Does not share a 
common edge with a 

roadway 
Has a service area 

greater than 100 acres 
Typically located 
within a drainage 

easement 
Design Storm 5-Year 100-Year 100-Year 
Minimum Bottom 
Width 2 feet 4 feet 6 feet 

Minimum Depth 18 inches 18 inches N/A 
Maximum Depth 4 feet 4 feet N/A 
Minimum Invert 
Longitudinal Slope 0.05% 0.05% 0.05% 

Steepest Allowable 
Side Slope (H:V) 4:1 4:1 4:1 

Maximum Velocity See Section 5.1.8 See Section 5.1.8 See Section 5.1.8 
Bottom Cross Slope Not Required Not Required 6-inch gradient or 3% 
Berm Width 2 feet (along road) 15 feet (along one 

edge) See Section 5.1.2 

Freeboard 6 inches 6 inches 12 inches 
Bench Section Width Not Allowed Not Allowed 10-foot minimum 

5.1.2 Design Requirements for Earthen Channels 

The following minimum requirements shall be incorporated into designs of earthen channels: 

 Channel side slopes shall be no steeper than 4 horizontal to 1 vertical (4:1). A 3:1 side slope 

may be allowed but will require approval from drainage entity and slope stability analysis. 

Flatter slopes may be required when soil conditions are conducive to slope instability.

 The minimum channel bottom width shall be 6 feet.

 A maintenance berm is required on both sides of the channel. For channels with top widths 

of 30 feet or less, the minimum maintenance berm width is 15 feet. For top widths between 

30 feet and 60 feet, 20-foot maintenance berms are required. For channels with top widths 

greater than 60 feet, the minimum maintenance berm width is 30 feet.

 Backslope drain swales and interceptor structures are required to prevent flow down the 

ditch side slopes. The maximum spacing for interceptor structures is 600 feet.
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 Channels, channel ROWs and side slopes must be vegetated immediately after construction 

to minimize erosion in accordance with the erosion control requirements discussed in Section 

7.

 Flow from roadside ditches must be conveyed into open channels through standard roadside 

ditch interceptor structures as described in Section 7.

 A geotechnical investigation and report on local soil conditions is required for all channel 

construction and improvement projects.

Exhibit 5-1 illustrates a typical design cross-section for a trapezoidal earthen channel. 

5.1.3 Minimum Design Requirements for Trapezoidal Concrete-Lined 
Channels 

Concrete-lined channels shall be designed to meet the following minimum requirements: 

 All concrete slope paving shall consist of Class A concrete.

 The minimum bottom width shall be 8 feet.

 The side slopes of the channel shall be no steeper than 2 horizontal to 1 vertical (2:1).

 A maintenance berm is required on both sides of the channel. The berm width shall be at least 

20 feet on one side of the channel and at least 10 feet on the other side.

 All slope paving shall include a toe wall at the top and sides with a minimum depth of 18 

inches. Toe walls shall also be included along the bottom of the channel with a minimum 

depth of 24 inches for clay soils and 36 inches for sandy soils.

 Backslope drain swales and interceptor structures are required in the channel maintenance 

berm to prevent overland flow down the bank of partially lined channels. These items shall 

be designed in accordance with the minimum requirements specified in Section 7. However, 

backslope drain swales and interceptor structures are not required on fully lined channels.

 Channel maintenance berms must be vegetated immediately after construction in accordance 

with erosion control requirements discussed in Section 7.

 Weep holes shall be used to relieve hydrostatic pressure behind lined channel sections. The 

specific type, size, and placement of the weep holes shall be based on the recommendations 

of the geotechnical report.

 Where construction is to take place under muddy conditions or where standing water is 

present, a seal slab of Class C concrete shall be placed in the channel bottom prior to 

placement of the concrete slope paving.
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 Control joints shall be provided at a maximum spacing of approximately 25 feet. A sealing 

agent shall be utilized to prevent moisture infiltration at control joints.

 Concrete slope protection shall have the minimum thickness and reinforcement indicated in 

Table 5-2.

 A geotechnical investigation and report on local soil conditions is required for all channel 

construction and improvement projects.

Exhibit 5-2 illustrates a typical design cross-section for a trapezoidal concrete-lined channel. 

Table 5-2: Minimum Thickness and Reinforcement for Concrete Slope Paving 

Channel Side Slope 

(H:V) 

Minimum Thickness 
 

(inches) 

Minimum 
Reinforcement: 

Material 

Minimum 
Reinforcement: 

Dimensions 
3:1 4 inches Welded Wire Fabric 6 x 6 x W2.9 x W2.9 
2:1 5 inches Welded Wire Fabric 6 x 6 x W4.0 x W4.0 

1.5:1 6 inches Reinforcement 4 x 4 x W4.0 x W4.0 

5.1.4 Design Requirements for Rectangular Concrete Low-Flow Sections 

As shown on Exhibit 5-3, rectangular concrete low-flow sections can be incorporated into designs 

for earthen and concrete-lined channels to provide additional capacity or depth in areas where 

channel ROW is limited. The following criteria shall be used for concrete low-flow sections: 

 All concrete slope paving shall consist of Class A concrete.

 The structural steel design should be based on the use of ASTM A-615, Grade 60 steel.

 The minimum bottom width of the low-flow section shall be 8 feet.

 For bottom widths of 12 feet or more, the channel bottom shall be graded toward the 

centerline at a slope of 1/2 inch per foot (4.15%).

 The maximum height of vertical concrete walls shall be 3 feet.

 Escape stairways shall be located at the upstream side of all roadway crossings. Additional 

escape stairways shall be located along the channel to keep the maximum distance between 

stairways below 1,400 feet.

 For channels with concrete low-flow sections, the top of the vertical concrete wall shall be 

constructed in such a way as to provide for the possible future placement of concrete slope 

paving. Culverts shall be aligned parallel to the longitudinal axis of the channel to maximize 

hydraulic efficiency and minimize turbulence and erosion. At locations where a difference 



5 HYDRAULICS OF PRIMARY DRAINAGE FACILITIES 

WCID #5 Drainage Criteria Manual              5 Hydraulics of Primary Drainage Facilities 
August 2025 45 

between the alignment of the channel and the culvert is necessary, the change in alignment 

shall be accomplished upstream of the culvert so that the culvert is aligned with the 

downstream channel.

 The minimum allowable diameter for circular culverts is 24 inches.

 The minimum allowable size of box culverts is 2 feet x 2 feet.

 Concrete slope paving or riprap shall be used upstream and downstream of the culvert to 

protect earthen channels from erosion.

 Culverts shall extend completely across road and railroad ROWs at crossing locations.

 Where hydraulic jumps are anticipated around culverts, the channel geometry shall be 

modified to force the hydraulic jump to occur in a portion of the channel protected with 

concrete slope paving. Hydraulic jumps are characterized by a rapid change in the depth of 

flow from a low stage to a high stage which results in an abrupt rise in the WSEL. 

5.1.5 Structural Requirements for Culverts 

Unless otherwise approved, all pipe and box culverts shall satisfy the following minimum 

structural design requirements: 

 All pre-cast reinforced concrete pipe shall be ASTM C-76.

 All high-density polyethylene (HDPE) pipe culverts shall conform to the AASHTO M294 

specifications. Bedding for HDPE culverts shall be designed and constructed in accordance 

 recommendations.

 All pre-cast reinforced concrete box culverts with more than 2 feet of earthen cover shall be 

ASTM C789-79. All pre-cast reinforced box culverts with less than 2 feet of earthen cover shall 

be ASTM 850-79.

 All corrugated steel pipes shall be aluminized in accordance with AASHTO M-36.

 AASHTO HS20-44 loading shall be used for all culverts.

 Joint sealing materials for pre-

Designation M-  specification.

 Two-sack-per-ton cement-stabilized sand shall be used for backfill around culverts.

 A 6-inch bedding of two-sack-per-ton cement-stabilized sand is required for all pre-cast 

concrete box culverts. 
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5.1.6 Design Requirements for Bridges 

Bridges shall be designed to meet the following requirements: 

 Bridges shall be designed to convey the fully developed peak discharge rates associated with 

the design storm frequency requirements provided in Section 5.1.1 while maintaining a 

minimum freeboard of 1 foot in the channel upstream of the bridge. In addition, the maximum 

allowable velocities discussed in Section 5.1.8 must not be exceeded.

 New bridges shall be designed to completely span the existing or proposed channel so that 

the channel will pass under the bridge without significant contractions or changes in the 

channel shape. Bridges constructed on existing or interim channels shall be designed to 

accommodate the ultimate channel section with minimum structural modifications.

 Bridges shall be designed to intersect the channel at an angle of 90 degrees, if possible.

 Pier bents and abutments shall be aligned parallel to the direction of flow in the channel. Pier 

bents shall be placed as far from the center of the channel as possible and wherever possible 

shall be placed within the channel side slopes instead of the channel bottom.

 Concrete slope paving or riprap shall be used to protect earthen channels from erosion 

underneath, upstream, and downstream of bridges.

 Where hydraulic jumps are anticipated around bridges, the channel geometry shall be 

modified to force the hydraulic jump to occur in a portion of the channel protected with 

concrete slope paving.

5.1.7 Enclosed Drainage Systems 

Enclosed drainage systems include pipe and box culverts used to replace segments of open 

channel longer than the typical width of a road or railroad ROW. 

 Enclosed drainage systems shall be designed to accommodate fully developed design peak 

runoff rates discussed in Section 5.1.1. They must also maintain the hydraulic grade line 

elevations below adjacent natural ground elevations or street gutter elevations whichever are 

lower for fully developed watershed conditions. 

 The minimum inside pipe dimension shall be 2 feet. 

 The minimum and maximum allowable velocities for design peak runoff rates shall be 2 feet 

per second (fps) and 8 fps, respectively, assuming full pipe flow. 

 Structural requirements for enclosed systems are identical to those specified for pipe and  box 

culverts (Section 5.1.5). 
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 Manholes or junction boxes shall be at all locations where changes in culvert size and shape 

occur and located no more than 600 feet apart along the entire length of the system. 

 Outfall structures shall conform to the requirements set forth for storm sewer outfalls in 

Section 6 of this manual. 

 The ROW width required for enclosed systems will be set equal to the maximum pipe or box 

width plus two times the depth to the culvert invert or 30 feet, whichever is smaller. 

5.1.8 Maximum Flow Velocities 

The maximum allowable velocity in open channels and at bridges or culverts shall be analyzed for 

the design storm event. As shown in Table 5-3, the maximum allowable velocity is related to the 

type of channel, the slope treatment, and the soil structure throughout the open channel section. 

If the maximum velocities listed in this table are exceeded during the design storm event, the 

channel design shall be modified until acceptable velocities are attained. Alternatively, erosion 

protection (i.e., riprap, concrete slope paving, or interlocking blocks) could be provided to 

increase the maximum allowable velocity in that portion of the channel. However, the erosion 

protection must extend upstream and downstream to a location where the design storm velocity 

in the channel is below the maximum allowable levels for earthen channels without slope 

protection. 

Table 5-3: Maximum Allowable Velocities in Open Channels 

Soil Description Slope Treatment 
Maximum Velocity 
(feet per second) 

Fine Sand None 1.50 
Sandy Loam None 1.75 
Silt Loam None 2.00 
Clay Loam None 2.50 
Stiff Clay None 3.75 
Sandy Soils (Easily Eroded) Grass 4.00 
Clay Soils (Erosion-Resistant) Grass 5.00 
Sandy Soils (Easily Eroded) Riprap 6.00 
Clay Soils (Erosion Resistant) Riprap 8.00 
Sandy Soils (Easily Eroded) Concrete 8.00 
Clay Soils (Erosion Resistant) Concrete 10.00 
Bridges & Culverts  8.00 
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5.1.9 Maintenance 

Provisions for adequate maintenance must be made in the design of all drainage facilities. 

Sufficient ROW must be set aside, slopes must be kept at or below maximum values, and slope 

treatments must be properly completed. Access to drainage facilities must not be impeded. The 

District is not responsible for maintenance of primary drainage facilities. Responsibility for the 

maintenance of primary drainage facilities must be confirmed by a letter submitted to the District 

as part of the design review.  

5.2 Hydraulic Analysis of Primary Drainage Facilities 

This section describes the methods to be used in the hydraulic analysis of open channels as well as 

associated bridge and culvert structures. 

5.2.1 Acceptable Modeling Methodologies  

5.2.1.1 Steady-State 1D Modeling 
A channel hydraulic analysis shall use steady state 1D backwater modeling when any of the 

following conditions apply:  

 Analyzing existing, non-uniform streams in which channel cross section shape is highly 

irregular and the channel slope varies. 

  There are several culvert structures crossing the channel in close proximity to each 

other.  

 There are bridge structures crossing the channel.  

 There are multiple confluences and bends in the channel.  

 Flow profile is expected to enter a super-critical flow regime.  

For non-uniform channels with steady flow, applicable software may be used to complete the 

analysis. HEC-RAS is the most common and preferred modeling software, but other computer 

programs employing the same methodology may be used with approval of the District. 
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5.2.1.2 Unsteady-State 1D Modeling
Unsteady-state hydraulic modeling calculates the full flow hydrograph or any change in flow 

over time through the creek or channel. As a result, flood wave attenuation is accounted for 

and resulting stage hydrographs can be produced. Unsteady-state 1D modeling shall be used 

if any of the following conditions apply: 

 Flow rate in the channel changes over time (hydrograph). 

 The overbank topography is flat and provides significant floodplain storage, unless 

the storage can be adequately accounted for using the routing methods outlined in 

Section 4.2.7. 

 Varying tailwater conditions are present. 

 Offline storage basins are being designed along the creek and are utilizing inflows 

from the creek for mitigation. 

 It is desired to determine hydrograph routing along the channel or creek in lieu of the 

flood routing methods detailed in Section 4.2.7. 

Unsteady 1D hydraulic modeling will also be necessary to obtain the stage hydrograph for the 

channel or natural creek, if needed. HEC-RAS or another applicable software, with approval 

of the District, may be used to complete this analysis.  

5.2.1.3 Unsteady State 2D Modeling 

In areas where there is expected to be significant 2D flow patterns, dynamic 2D modeling may 

be required for a proper hydraulic analysis. Unsteady 2D modeling shall be used if any of the 

following conditions apply: 

 The channel is located in close proximity to the coast and tidal and storm surge 

influences are of interest 

 Significant 2D flow patterns exist, especially behind levees, roads, and other bermed 

structures 

 The topography naturally falls away from the creek inner banks such that flow is 

directed away from the creek once flow breaches the banks 

 There is significant sharing of flow between watersheds or neighboring channels 

 Areas with significant storage but low conveyance (ineffective areas) are activated 

during any design storm 
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HEC-RAS or another applicable software, with approval of the District, may be used to 

complete this analysis. The analysis shall be in accordance with the recommendations within 

the document provided 

5.2.2 Acceptable Open Channel Design Methodologies 

The final open channel dimensions shall be determined by using the HEC-RAS computer program.  

The hydraulic data discussed in Sections 5.2.2 to 5.2.9 should be compiled to facilitate 

development of HEC-RAS models. Hydraulic analysis of bridges and culverts may be performed 

using the HEC-RAS computer program. In addition, any other software programs which meet 

industry standards can be used if prior approval is obtained from the WCID #5. 

5.2.3 Acceptable Enclosed Drainage System Design Methodologies 

Hydraulic analysis of enclosed drainage systems that are part of an open channel system may be 

analyzed using HEC-RAS. In addition, any other software programs which meet industry standards 

can be used if prior approval is obtained from the District. For stand-alone enclosed systems, 

coordination on model approach is required. For these calculations, full pipe flow may be 

assumed. Both friction losses and minor losses (i.e., losses due to transitions, bends, junctions, 

manholes, etc.) should be accounted for. 

5.2.4 Flow Data 

The Rational Method may be used to compute the peak flow rates for drainage areas up to 200 

acres. However, a HEC-HMS hydrologic analysis can also be performed for drainage areas up to 

200 acres. For drainage areas greater than 200 acres, the HEC-HMS methodology discussed in 

Section 4 shall be used to compute peak discharge rates for the design storm frequencies specified 

in Section 5.1.1. These peak flow rates shall be used to develop the flow data in HEC- RAS. 

For an unsteady flow analysis, the inflow hydrographs computed in HEC-HMS are used instead of 

peak discharge rates. These hydrographs should be entered into the Unsteady Flow Data editor 

of HEC-RAS for unsteady flow detention analyses (see Section 6) or the applicable portion of other 

approved software programs. 

5.2.5 Boundary Conditions 

In order for HEC-RAS to perform computations, boundary conditions or starting WSELs must be 

defined. Boundary conditions are required at the downstream and upstream ends of the river 

system for subcritical and supercritical flow regimes, respectively. For mixed flow regimes, 
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boundary conditions are required at both the upstream and downstream ends of the system. 

Subcritical flow typically occurs in the WCID #5 areas. This flow regime has a low velocity and 

appears tranquil, whereas the supercritical flow regime is characterized by shooting and rapid 

flows. 

For unsteady flow detention analyses (see Section 6), a variety of boundary conditions are 

available within the Unsteady Flow Data editor. For open channel analyses, the downstream 

boundary conditions should be entered into the Steady Flow Data editor. If a HEC-RAS model of 

the receiving channel is not available, then normal depth should be used as the downstream 

boundary condition and the energy slope should be entered. The energy slope can be 

approximated as the slope of the bottom of the channel. If a HEC-RAS model of the receiving 

channel is available and the tailwater in this channel can be determined, the known WSEL 

downstream boundary condition should be selected. 

To determine the tailwater elevation in the receiving channel, the Frequencies of Coincidental 

Hydraulic 

Design Manual shall be used. This methodology is based on the assumption that the rainfall 

events within the drainage system being analyzed and the receiving channel are neither 

completely dependent nor completely independent. As shown in Table 5-4, this method provides 

a basis for selecting an appropriate frequency for the tailwater elevation of the receiving channel 

versus the frequency for the tributary channel, storm sewer system, or detention basin. For 

example, a 100-year analysis of a tributary channel with a drainage area of 200 acres that 

discharges to an open channel with an associated drainage area of 2,000 acres would have a ratio 

of receiving channel to tributary of 10:1. Therefore, the required tailwater elevation for the 100-

year analysis of the tributary channel would be the 50-year WSEL in the receiving channel. 

Table 5-4: Frequencies of Coincidental Occurrence for Determining Tailwater Elevations in Receiving 
Channels 

 
 

Area Ratio 

Design Storm Event for the Hydraulic Analysis of Tributary Channels, Storm Sewer 
Systems, or Detention Basins 

2-year 5-year 10-year 25-year 50-year 100-year 
10,000:1 2 2 2 2 2 2 
1,000:1 2 2 2 5 5 10 
100:1 2 2 5 10 10 25 
10:1 2 5 10 10 25 50 
1:1 2 5 10 25 50 100
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5.2.6 Cross-Section Data 

The cross-section data required by HEC-RAS includes elevation-station data, 

coefficients (n values) which are described in Section 5.2.6, channel and overbank reach lengths, 

top of bank (TOB) locations, and expansion and contraction coefficients (Section 5.2.8). If 

ineffective flow areas (IFAs), levees, or blocked obstructions exist, then geometric information 

regarding these items would also be entered in the Cross-Section Data Editor. 

The elevation-station data shall be obtained from recent field survey data. Cross-sections shall be 

extended far enough into the left and right overbanks so that all of the flow is contained within 

the defined cross-section, if possible. Because LiDAR does not penetrate water, field survey data 

is required to accurately define the channel. However, LiDAR data may be used to supplement 

field survey data and define the overbank areas of the cross-sections.  

Cross-sections shall be taken approximately every 500 feet along the channel unless project-

specific considerations warrant otherwise. Near bridges and culverts, cross-section spacing shall 

adhere to recommendations in the HEC-RAS program documentation referenced in Section 5. If 

necessary, additional cross-sections can be interpolated by HEC-RAS or field surveyed cross-

sections can be copied to achieve the required cross-section spacing around bridges and culverts. 

Channel reach lengths between cross-sections shall be measured along the centerline of the 

channel. As indicated in the HEC-RAS River Analysis System Hydraulic Reference Manual, left and 

right overbank lengths should be determined as the length along the anticipated path of the 

center of mass of overbank flow. In many instances, all three reach length values will be similar. 

However, they may differ significantly at channel bends and locations where the channel 

meanders while the overbanks remain straight.  
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5.2.7  Coefficient 

Table 5-5 is generally adequate for selecting n values corresponding to existing field conditions, 

but project-specific considerations may warrant the use of Equation 5-1 for a more detailed 

determination of n values associated with the channel and floodplains (overbanks). For most 

applications, it is acceptable to round n values to the nearest 0.005 (i.e., an n value of 0.033 would 

be entered into HEC-RAS as 0.035). 

n  n0   n1   n2   n3   n4 m  Equation 5-1

 

where: n =  coefficient 

 n0 = base value for the bare soil surface material of the channel or floodplain 

 n1 = value to correct for the irregularity of the channel or floodplain 

 n2 = value to account for variations in the shape and size of the channel or 
floodplain cross-section 

n3 = value to account for obstructions in the channel or floodplain 

n4 = value to account for the effects of vegetation 

m = correction factor for the sinuosity of the channel or floodplain 

Table 5-6 and Table 5-7 provide a summary of parameters used in Equation 5-1 to compute n values for 
channels and floodplains, respectively.  
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Table 5-5  

Description 

Recommended 
-Value 

for 1D Channel 
Modeling 

Recommended 
-Value 

for 2D Rain on 
Grid 

Recommended 
-Value 

for 1D/2D 
Simulations 

Channel 
Maintained Grass Lined Channels 0.04 0.04 0.04 

Concrete Lined Channel 0.015 0.015 0.015 
Open Water 0.02 0.02 0.02 

Overbanks 
Developed High Intensity  

(Parking lots or impervious areas) 
0.03 0.03 0.03 

Developed Medium Density 
(Developed <0.5 ac lots) 

0.12 0.18 0.12 

Developed Low Density 
 (Developed >0.5 ac lots) 

0.10 0.16 0.10 

Developed Open Space  
(Parks, Golf Course, Cemeteries) 

0.05 0.06 0.05 

Barren Lands 0.03 0.04 0.03 
Forests/Shrubs 

  
0.15 0.25 0.15 

Pasture/Grasslands 0.07 0.22 0.08 
Cultivated Crops 0.06 0.17 0.08 

Wetlands 0.15 0.25 0.15 
Building 10 10 10 

Pavement 0.02 0.02 0.02 
 



5 HYDRAULICS OF PRIMARY DRAINAGE FACILITIES 

WCID #5 Drainage Criteria Manual              5 Hydraulics of Primary Drainage Facilities 
August 2025 55 

Table 5-6: Parameters Used in Computing Channel Roughness Coefficients 

Parameter Accounts For Representative Roughness Values 
n0 Channel Material 0.011 for Concrete 

0.020 for Earth 
0.025 for Rock Cut 
0.024 for Fine Gravel 
0.028 for Coarse Gravel 

n1 Degree of 
Irregularity 

0.000 for Smooth 
0.005 for Minor Irregularities 
0.010 for Moderate Irregularities 
0.020 for Severe Irregularities 

n2 Variation of 
Channel Cross- 
Section 

0.000 for Gradual Variations 
0.005 for Alternating Occasionally 
0.010 to 0.015 for Alternating Frequently 

n3 Relative Effect of 
Obstructions 

0.000 for Negligible Obstructions 
0.010 to 0.015 for Minor Obstructions 
0.020 to 0.030 for Appreciable Obstructions 
0.040 to 0.060 for Severe Obstructions 

n4 Vegetation 0.005 to 0.010 for Low Vegetation 
0.010 to 0.025 for Medium Vegetation 
0.025 to 0.050 for High Vegetation 
0.050 to 0.100 for Very High Vegetation 

m Degree of 
Meandering 

1.000 for Minor Meandering 
1.150 for Appreciable Meandering 
1.300 for Severe Meandering 
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Table 5-7: Parameters Used in Computing Floodplain Roughness 

Parameter Accounts For Representative Values 
n0 Base Material 0.010 for Concrete 

0.020 for Earth 
0.025 for Rock Cut 
0.024 for Fine Gravel 
0.028 for Coarse Gravel 

n1 Degree of Irregularity 0.00 for Smooth 
0.01 to 0.005 for Minor Irregularities 
0.006 to 0.010 for Moderate Irregularities 
0.011 to 0.020 for Severe Irregularities 

n2 Variation in Cross-Section 0.000 Not Applicable 
n3 Effect of Obstructions 0.000 to 0.004 for Negligible Obstructions 

0.005 to 0.019 for Minor Obstructions 
0.020 to 0.030 for Appreciable Obstructions 

n4 Amount of Vegetation 0.001 to 0.010 for Small Amounts 
0.011 to 0.025 for Medium Amounts 
0.026 to 0.050 for Large Amounts 
0.051 to 0.100 for Very Large Amounts 
0.100 to 0.200 for Extreme Amounts 

m Degree of Meander 1.00 Not Applicable 

5.2.8 Expansion and Contraction Coefficients 

Open channel flow contracts and expands as it flows through hydraulic structures, such as bridges. 

represented by a coefficient multiplied by the absolute value of the change in velocity head 

between adjacent cross-sections. When the velocity head increases in the downstream direction, 

a contraction coefficient is used. When the velocity head decreases, an expansion coefficient is 

used (see HEC-RAS Hydraulic Reference Manual, Section 4).  

Table 5-8 presents the expansion and contraction coefficients for open channels in the WCID #5 

area. Note that lower coefficients are used for typical expansion and contraction of open channels 

while the higher coefficients are appropriate for use around bridges and culverts (cross-sections 

two, three, and four as defined in HEC-RAS Hydraulic Reference Manual, Chapter 4). 

Table 5-8: WCID #5 Expansion and Contraction Coefficients 

Description Contraction Expansion 
Gradual transition 0.1 0.3 
Typical bridge section 0.3 0.5 
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5.2.9 Bridge and Culvert Data 

HEC-RAS requires the following data for bridge and culvert computations:  

 Deck/roadway data 

 Geometric data for culverts 

 Sloping abutments and pier data for bridges 

 Bridge or culvert modeling approach 

Detailed information on all the HEC-RAS data entry requirements is included in the HEC-RAS 

program documentation listed in Section 5.  

The following data is required to define the deck/roadway within the Deck/Roadway Data Editor: 

 The distance between the upstream side of the bridge/culvert and the cross-section 

immediately upstream of the structure 

 The width of the  bridge  deck/culvert 

 Upstream  and  downstream  bridge deck/culvert station-elevation data 

 A weir coefficient, which ranges from 2.6 for flow over a bridge deck to 3.0 for flow over 

elevated roadway approach embankments  

 Upstream and downstream embankment side slopes 

 The maximum allowable submergence before the program switches to energy-based 

calculations rather than pressure and weir flow 

 The minimum weir flow elevation; and the weir crest shape 

The following culvert geometric data is entered into the Culvert Data Editor of HEC-RAS:  

 Solution criteria  

 Culvert shape and size 

 Culvert chart and scale numbers 

 Distance to upstream cross-section, culvert length, entrance and exit loss coefficients 

 n values  

 Upstream and downstream invert elevations 

 Number of identical barrels, and centerline stations for each barrel  
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The highest upstream energy grade option should be selected for the culvert solution criteria. The 

n value and entrance loss coefficients for the culvert(s) should be determined from 

Table 5-9 and Table 5-10, respectively, and entered into the Culvert Data Editor. Typical exit loss 

coefficients for culverts range from 0.3 to 1.0 but are normally set at 1.0. Field survey data and 

construction drawings should be used to determine the remaining culvert geometric data 

required by HEC-RAS. 

Table 5-9  

Description of Pipe 
Roughness Coefficient 

(n) 
Reinforced Concrete Pipe and Box Culverts 0.013 
HDPE Plastic Pipe 0.012 
Corrugated Steel Pipe With 2-  0.024 

 0.027 
 0.030 

Table 5-10: Entrance Loss Coefficients for Culverts 

Type of Structure and Configuration of Entrance 
Coefficient 

(Ke) 
Concrete Pipe Culverts 

Projecting from Fill  

Socket End (Groove End) of Pipe 0.2 
Square-Cut End of Pipe 0.5 
Headwall or Headwall & Wingwalls  

Socket End of Pipe (Groove End) 0.2 
Square Edge 0.5 
Mitered to Conform to Fill Slope 0.7 
End Section Conforming to Fill Slope 0.5 

Corrugated Steel Culverts 
Projecting From Fill 0.9 
Headwall or Headwall & Wingwalls 0.5 
Mitered to Conform to Fill Slope 0.2 
End Section Conforming to Fill Slope 0.5 

Concrete Box Culverts 
Headwall Parallel to Embankment (No Wingwalls) 0.5 
Wingwalls at 30 Degrees to 75 Degrees to Barrel 0.4 
Wingwalls at 10 Degrees to 25 Degrees to Barrel 0.5 

Wingwalls Parallel (Extensions of Sides) 0.7 
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Table 5-11: FHWA Chart and Scale Numbers for Culverts 

Chart No. Scale No. Description of Culvert and Entrance Configuration
Box Culverts with Flared Wingwalls 

8 1 Wingwalls Flared 30 to 75 Degrees 
 2 Wingwalls Flared 90 or 15 Degrees 
 3 Wingwalls Flared 0 Degrees (Sides Extended Straight) 
Concrete Pipe Culverts 

1 1 Square Edge Entrance with Headwall 
 2 Groove End Entrance with Headwall 
 3 Groove End Entrance, Pipe Projecting from Fill 
Corrugated Steel Culverts 

2 1 Headwall 
 2 Mitered to Conform to Fill Slope 
 3 Pipe Projecting from Fill 

Sloping abutment and pier data for bridges can be entered into the Sloping Abutment Data Editor 

and Pier Data Editor, respectively. The sloping abutment data requirements consist of station- 

elevation data, while the pier data requirements consist of elevation-width data as well as 

upstream and downstream centerline stations. The floating debris around a pier or piers can also 

be entered into the Pier Data Editor. In addition, the Bridge Design Editor within HEC-RAS can be 

used to facilitate the design of new bridges. 

The Bridge Modeling Approach Editor requires the selection of low flow and high flow (pressure 

and/or weir) computation methods. Low flow occurs when water passes under a bridge or 

through a culvert without submerging the low chord of the bridge structure or the top of the 

culvert. Pressure flow occurs whenever the low chord of the bridge or the entire culvert is 

submerged and weir flow occurs when water overtops the roadway. Available low flow methods 

include Energy (Standard Step), Momentum, Yarnell, and WSPRO. The Energy method should be 

selected for culvert analyses. Although a single low flow method may be selected for bridges, it is 

recommended that the Energy method as well as one or more other applicable methods be 

selected and that the highest energy answer be used. If the Momentum or Yarnell methods are 

selected for bridges, the user must enter a value for the pier loss coefficient that corresponds to 

that method. A list of representative coefficients can be obtained within the Bridge Modeling 

Approach Editor. If the WSPRO method is selected, the user must press the WSPRO Variables 

button and enter additional information that is required for that method. The available high flow 

methods are Energy (Standard Step) and Pressure and/or Weir. It is recommended that both of 

these methods be selected, and that the highest energy answer be used.  
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5.2.10  Floodway Analysis 

The floodway is a regulatory concept that is intended to prevent encroachments (i.e., fill, 

structures, or other obstructions) from being placed too close to the channel without extensive 

analysis and mitigation measures. If modifications are made to HEC-RAS models of streams that 

were studied by FEMA, a floodway analysis is required to determine if the floodway can pass the 

100-year peak discharge rates without increasing the WSEL at any point along the channel more 

than 1 foot above the 100-year BFE.  

5.3 Drainage Design Criteria for Rural Subdivision Design 

5.3.1 Purpose 

The WCID #5 Drainage Criteria Manual (DCM) was intended to address design procedures for 100-

year design channels and for storm sewer systems in response to the expanding urban 

development taking place in the District. However, this DCM did not specifically address certain 

drainage issues related to large lot subdivisions which typically are built in the rural areas of the 

county. 

The purpose of this design criteria is to make available an alternative drainage procedure that can 

be used in the design of detention facilities for such rural-type subdivisions. Typically, such 

developments consist of large acre lots with minimal drainage improvements. Little change to the 

natural storm runoff occurs as a result of such rural subdivisions being developed. In recognition 

of this, criterion has been developed to reduce the amount of on-site detention otherwise 

required by the DCM. However, this is the minimal criteria for acceptance by WCID #5. Individual 

circumstances may warrant an enhanced drainage and/or detention system.  

5.3.2 Qualifications 

The following qualifications must be met in order to be considered a rural subdivision: 

1. Lot size of 1 acre or greater 

2. Maximum percent impervious cover based upon lot size (see Table 5-12) 

3. Roadside ditch drainage system (vs. curb and gutter) and 

4. No major drainage improvements that would significantly alter the natural drainage patterns 

in the area for large flood events.  
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5.3.3 Design Criteria 

The following design criteria shall be utilized for rural subdivisions: 

 Minimum slab elevations  2 feet above natural ground, or 18 inches above the 100-

year floodplain, or 1 foot above the crown of any down gradient roadway, whichever 

is higher. 

 Roadways 

o ROW  70 feet wide. 

o Crown  Maximum of 1 foot above natural ground. 

o Roadside drainage system  Open ditch with 3:1 side slopes; equalizer pipes 

under roadway at least every 1,000 feet (minimum 24-inch diameter RCP) if 

roadway blocks natural drainage path. 

 Lot drainage  Swales may be constructed along lot lines to provide for minimal 

drainage of lots. Other than lot line swales and building pads, lots shall not be 

significantly graded. 

 Detention Requirements  Detention facilities must adhere to the requirements of 

. Discharge pipe to be maximum 18-inch diameter 

RCP, or equivalent. 

Table 5-12: Maximum Percent Impervious Cover for Rural Subdivision Lots 

Lot Size (Acres) Maximum Impervious (%) 

1 25 
1.5 20 
2 15 

2.5 10 
3 9 

3.5 8 
4 7 

4.5 6 
5 5 
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Exhibit 5-1: Typical Section, Grass-lined Trapezoidal Channel  
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Exhibit 5-2: Typical Section, Concrete-lined Trapezoidal Channel  
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Exhibit 5-3: Typical Cross-section, Concrete-lined with Rectangular Low-flow Section 
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6 DETENTION ANALYSIS
The purpose of this section is to provide criteria and guidelines to be used in the analysis of detention 

facilities. Detention facilities are intended to mitigate increases in peak flows and changes in the timing 

of runoff associated with urbanization so that surrounding properties and the receiving body of water are 

not adversely impacted by increases in peak flows or WSELs. Refer to Section 1 describing 

Zero Impact policy. Refer to Section 3 for additional information on the effects of urbanization. 

It is important to note that detention will be required for the following types of improvements: new 

development, redevelopment, roadway expansion, and drainage system improvements. Any other 

improvements that increase the impervious cover, decrease the time of concentration (TC), or increase 

the peak flows from a drainage area will also require detention. Additional information on impervious 

cover, TC values, and peak flows is provided in Section 4.2.5. 

The 100-year design storm event will be used as the basis for detention analysis in WCID #5. The 100-

year rainfall event is also used by FEMA to define the level of flooding risk within communities that 

participate in the NFIP. In some instances, 5-year and 25-year design storm events will also need to be 

analyzed to ensure that the proposed detention facility does not cause adverse impacts during more 

frequent rainfall events. 

6.1 General Design Requirements 

The following design requirements are discussed in this section: design storm frequencies, detention basin 

location and geometry, maintenance berms, maintenance, pumped detention facilities, multi-purpose 

design, and extreme event overflow structures. 

6.1.1 Design Storm Frequencies 

The following design storm frequencies should be used for detention analysis and design. 

 The required storage volume for detention basins serving up to 200 acres (that are analyzed 

using the simplified methodology described in Section 6.3) shall be designed for a 100-year 

design storm event. 

 Detention basins serving drainage areas greater than 200 acres and areas up to 200 acres that 

are analyzed using the methodology described in Section 6.4 shall be analyzed for the 10- and 

100-year design storm events.  
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6.1.2 Detention Basin Location and Geometry 

To facilitate pavement and storm sewer drainage, detention basins should typically be in the 

lowest portion of the drainage area contributing to the basin. In addition, detention basins should 

be located immediately adjacent to the receiving drainage system where feasible. This will 

minimize the required length of outfall pipe and decrease maintenance strip requirements (see 

Section 6.1.3) and may decrease overall drainage system costs. The basic geometry of a typical 

detention basin is illustrated on Exhibit 6-1 and Exhibit 6-2. The following criteria shall be used in 

detention basin design: 

 Side slopes of detention basins shall be no steeper than three horizontal to one vertical (3:1). 

However, the use of these side slopes should be verified by a geotechnical report. If soil 

conditions are conducive to slope instability, flatter side slopes may be required. 

 A minimum transverse slope of 0.50% shall be  used  on  the  bottom  of  the detention basin. 

 A minimum of 1 foot of freeboard shall be provided in the detention basin. 

 A 6-foot-wide concrete pilot channel with a depth of 4 inches shall be provided in the bottom 

of the basin to facilitate drainage and avoid erosion problems. A minimum slope of 0.10% 

shall be used for concrete pilot channels. 

 Earthen pilot channels with a minimum depth of 2 feet may be substituted for concrete pilot 

channels for aesthetic reasons or to facilitate multi-purpose use of a detention facility. The 

minimum slope for earthen pilot channels is 0.20% and the side slopes of earthen pilot 

channels shall be no steeper than three horizontal to one vertical (3:1). 

 The minimum allowable outfall pipe size is 18 inches. If the detention analysis shows that a 

smaller pipe is required to restrict discharges, then a restrictor shall be placed inside an 18-

inch diameter pipe. 

 Private parking areas, private streets, and private storm sewers may be used for detention 

provided the maximum depth of ponding does not exceed 9 inches directly over the inlet, and 

paved parking areas are provided with signage stating that the area is subject to flooding 

during rainfall events. However, it is recommended that preliminary approval be obtained 

from WCID #5 staff prior to beginning a detailed design of any parking lot detention facility. 
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6.1.3 Minimum Detention Rate 

The proposed detention system shall provide a detention rate no less than 0.65 ac-ft/acre for any 

proposed development, regardless of location within Liberty WCID #5. This rate is exclusive of 

additional storage needed for floodplain fill mitigation. It should be noted that additional 

detention volume may be necessary to meet allowable discharge criteria and no adverse impact.  

The volume within ditches and swales cannot be counted as detention storage for a property to 

be used for subdivision developments, multi-family projects, commercial purposes, or industry 

unless it complies with all of the minimum requirements for a traditional detention pond listed in 

these Rules, Regulations, and Guidelines.  

6.1.4 Floodplain Mitigation 

Due to similarities in rainfall depths, the current effective 500-year floodplain will serve as an 

interim estimate for the Atlas 14 100-year floodplain. Therefore, all fill placed in the 500-year 

floodplain, as designated on the effective Flood Insurance Rate Map, shall be mitigated by the 

removal of a like amount (i.e., 1 cubic yard fill to 1 cubic yard removal) of compensating cut in the 

vicinity of the fill, while maintaining hydraulic connectivity to the existing floodplain.   

Floodplains delineated as part of new studies, including new development, are subject to 

floodplain fill mitigation requirements and require additional coordination with WCID #5.  

The preferred mitigation approach for fill placed in the floodplain is through an off-line detention 

basin directly connected to the affected stream; however, on-site mitigation is also accepted.  

Mitigation within the channel is only allowed with prior approval from WCID #5.  

6.1.5 Maintenance Berms 

For detention basins proposed to be maintained by the WCID #5, a minimum 30-foot 

maintenance strip shall be provided around the entire detention basin.  Detention basins located 

immediately adjacent to a drainage channel with a dedicated ROW and a maintenance strip wide 

enough to satisfy channel design criteria may share the adjacent channel maintenance strip. 

However, the combined total width of the channel and detention basin maintenance strips shall 

not be less than 30 feet under any circumstances. 

For detention basins proposed to be maintained privately, a minimum 20-foot maintenance strip 

shall be provided around the entire detention basin. Detention basins located adjacent to parking 

lots may satisfy 10 feet of the maintenance strip requirement with the paved parking area. 

However, adequate access for maintenance equipment must be provided. 
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6.1.6 Maintenance 

All detention facilities shall be located in readily accessible areas and two access routes should be 

provided where possible. The following maintenance activities should be performed on a regular 

basis: mowing, slope repairs, removal of accumulated sediments, and repairs to discharge 

structures. In addition, a maintenance schedule should be prepared in conjunction with the 

detention design and periodically updated by the agency or entity responsible for maintenance 

of the detention facility. WCID #5 will not be responsible for the maintenance of detention 

facilities designed to mitigate the development of individual private projects or the construction 

of infrastructure improvements projects intended to serve private developments. Maintenance 

responsibilities must be coordinated with the District early in the project development phase. 

Refer to Section 2.1. 

6.1.7 Pumped Detention Facilities 

Pumped detention systems will not be maintained by the District under any circumstances and 

are generally not recommended. They will be approved for use only under the following minimum 

conditions:  

1. Pumped detention is permissible only when a gravity system is not feasible from an 

engineering and economic standpoint. 

2. At least 50% of the total pond volume shall be drained by gravity. Gravity outflow shall be 

provided above the pumped storage.  

3. At least two pumps shall be provided, each of which shall be sized to pump the design flow 

rate; if a triplex system is used, any two of the three pumps must be capable of pumping the 

design flow rate.  

4. The selected design outflow rate must not aggravate downstream flooding. As an example, a 

pump system designed to discharge at the existing 100-year flow rate each time the system 

comes on-line could aggravate flooding for more frequent storm events. This may require 

multiple pumps that turn on and off as stages rise and fall, respectively, within the pond, 

resulting in no impact to 5-, 10-, or 100-year flood flows on the receiving system.  

5. The drainage report must include a section describing how the pump station should be 

operated.  
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6. Pumped detention is subject to maximum drain time requirements (see Section 6.2.2). If this 

condition conflicts with #4 above, the engineer will need to contact the District for direction.  

7. Pumped detention shall be routed to a junction box, stilling basin, or manhole to dissipate the 

energy from the pump outlet prior to gravity flow into a channel. Limited gravity flow should 

be achieved by an appropriately sized restrictor pipe draining the junction box, stilling basin, 

or manhole. The outflow velocity into the channel shall not exceed 3 fps.  

8. Detailed hydrologic and hydraulic analyses shall be performed to determine the detention 

volume needed and to size the pumps and gravity outflow structure. These calculations shall 

clearly show how the pump system and gravity outflows work to satisfy the outflow criteria.  

9. Backflow prevention through the use of flapgates or tideflex valves should be considered to 

prevent high tailwater conditions downstream of the pump system from entering the pumped 

storage area. 

10. Redundancy and backup power shall be provided for emergency conditions. Installation of a 

quick connect for a mobile generator shall also be provided.  

11. Pumped detention systems can be operated and maintained by a Municipal Utility District or 

any other public agency with mandated maintenance responsibilities.  

12. An operation and maintenance plan shall be prepared and provided to the owner. This plan 

shall include guidance on staged operation of multiple pumps to reduce the risk of surcharge 

to the electrical system, which can cause failure or reduction of efficiency in pump operation. 

13. Adequate assurance shall be provided that the system will be operated and maintained on a 

continuous basis.  

14. Fencing and locking of the control panel shall be provided to discourage unauthorized 

operation and vandalism.  

15. Emergency contact information for the owner(s), engineer, and operator responsible for 

operations and maintenance shall be provided to the District. The District will refer calls 

received during floods concerning pumped detention basins and their service area to these 

individuals.  
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It is recommended that if a pump system is desired, review of the preliminary conceptual design 

by the District be obtained before any detailed engineering is performed. 

6.1.8 Multi-Purpose Design 

WCID #5 encourages multi-purpose features in detention facilities provided that the stormwater 

management function of the facility is not compromised.  In addition, the multi-purpose 

detention facilities must be designed to accommodate the maintenance activities discussed in 

Section 6.1.4 and to provide safety features. Recommended multi-purpose features include 

permanent ponds, wetlands, playgrounds, soccer fields, and hiking or biking trails. 

6.1.9 Extreme Event Overflow Structures 

All detention basins shall be designed so that stormwater runoff in excess of the 100-year rainfall 

event is conveyed to the nearest drainage channel without flooding structures. Overflow depths 

up to 1 foot above basin top of bank elevations should be considered. Grass-lined earthen swales, 

weirs, concrete-lined overflow sections, and other structures may be utilized to convey these 

overflows. 

Since an overflow surface swale system would be utilized only under extreme storm events and 

would not be utilized under most circumstances, all precautions must be taken to ensure that this 

relief system will function when needed.  Overflow swales within the ROW of detention ponds 

and outfall channels shall have a minimum 10-foot bottom width and side slopes no steeper than 

6(H):1(V).  These swales shall be designed to use interlocking concrete blocks or concrete slope 

paving to protect from erosion. If the spillway is not immediately adjacent to a receiving stream, 

obtain a flow easement to provide a clear path for conveyance without affecting adjacent 

property owners.  

In special circumstances and at the discretion of WCID #5, the conveyance to the detention pond 

and the overflow from extreme events will need to be analyzed for the 500-year event.  In such 

special cases, the 500-year event shall result in no structural flooding.     
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6.2 Peak Discharges 

The following items related to peak discharge rates are discussed in this section: methodology, allowable 

peak discharge rates, and off-site flows. 

6.2.1 Methodology 

As described in Section 4, the Rational Method may be used for drainage areas up to 200 acres, 

and HEC-HMS shall be used for drainage areas greater than 200 acres to determine peak discharge 

rates consistent with the aforementioned criteria. For drainage areas greater than 200 acres or 

for smaller drainage areas being analyzed with the detention routing methodology described in 

Section 6.4, inflow hydrographs shall be computed by HEC-HMS. 

6.2.2 Peak Flow Hydrograph Timing 

The use of hydrograph timing as a substitute for detention on any project is prohibited, regardless 

of the location of the detention facility.  

6.2.3 Allowable Peak Discharge Rates 

For all detention facilities, the maximum allowable peak discharge rate shall be limited to the 

existing conditions 5-, 10- and 100-year peak discharge rates for the 5-, 10- and 100-year design 

storm events, respectively. It is important to note that limiting discharges during the two rainfall 

events may require multiple outfall structures (i.e., a low-flow pipe with a larger diameter pipe or 

weir stacked above). 

6.3 Off-Site Flows 

Off-site flows draining to a detention facility are often overlooked but can have a substantial effect 

on the total storage requirement for the detention basin.  Although detention is not required for 

any off-site flow entering the site, the additional flow and/or volume needs to be accounted for 

as the off-site runoff passes through the proposed development. 

To identify the size of a contributing off-site runoff to the detention facility, hydrologic methods 

described in Section 4 of this manual may be employed for the area draining from off-site.  If 

difficulties arise in determining the off-site area, a 2D rain-on-mesh analysis can be used, with 

100-year rainfall to define flow patterns and drainage boundaries.  The use of the 100-year rainfall 

will allow the engineer to determine whether high points in topography may be overtopped 

during significant events leading to a larger (or smaller) drainage area for the off-site flow. 

While not always possible, it is preferred that off-site drainage be diverted or rerouted so that it 
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does not pass through the detention basin.  This will allow the design engineer to size the 

detention basin volume for the on-site development only.  For off-site flow that is rerouted 

around the detention pond, all proposed development shall evaluate pre-development drainage 

patterns of adjacent off-site, upstream property and provide accommodations to ensure no 

adverse impact post-development. This evaluation should specifically include, but is not limited 

to, an analysis of pre-development 100-year sheet flow conditions across the proposed 

development and the design of necessary drainage infrastructure to sufficiently intercept and 

convey these flows around/through the new development. 

When not possible, flows should be accounted for in the hydrologic and hydraulic modeling of the 

detention basin and included in the calculations of pre-development as well as post-development 

conditions flow, as this will set the threshold for allowable outflow from the detention basin. 

A downstream off-site drainage facility may be required to convey the stormwater from the 

project site to the receiving system with sufficient 100-year capacity based upon contributing 

upstream acreage under existing conditions. This off-site drainage facility shall have sufficient 

drainage easement for conveyance and maintenance purposes. For the width of the ROW 

required for channels, see Section 5.1.2 for earthen channels and Section 5.1.3 for concrete-lined 

channels. For enclosed systems, the minimum ROW width is equal to the widest dimension of the 

underground conduit plus two times the maximum depth from finished ground to the invert of 

the conduit, or 30 feet, whichever is greatest. 

6.4 Allowable Drain Time Requirements 

Allowable drain time is defined as the maximum allowable time to drain 80% of the peak 

detention basin volume. This is required to preserve detention storage for successive storm 

events which could affect the drainage system. Drain time is evaluated without tailwater 

condition (free outfall), starting at the maximum water surface elevation in the detention basin 

from a 100-year storm event. The maximum drain time should be 48 hours to drain 80% of the 

volume. If a longer drain time is required, an increase in detention volume will be required as 

follows:  

 Increase volume by 5% if drain time exceeds 2 days.  

 Increase volume by 10% if drain time exceeds 3 days. 

 Increase volume by 15% if drain time exceeds 4 days. 

 Increase volume by 20% if drain time exceeds 5 days.  

 Increase volume by 25% if drain time exceeds 6 days.  
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The increased detention volume should not be included in the drain time evaluation but must be 

documented in the drainage report and reflected in the design drawings. The maximum allowable 

drain time is 7 days. Detention ponds sized following the requirements of Section 6.1.3 are exempt 

from the allowable drain time requirement. Requirements for leveed areas are covered in Section 

8. 

6.5 Detention Analysis for Drainage Areas up to 200 Acres 

This section describes the methodology to be used in determining the required detention storage volume 

and outfall structure size for drainage areas up to 200 acres. 

6.5.1 Detention Volume Calculation for Drainage Areas up to 200 Acres 

Detention volume for development areas is calculated on the basis of increases to the disturbed 

area that result in impervious surface (including all disturbed area) associated with the project 

development and existing conditions at the site. Impervious surface includes all structures, roofs, 

swimming pools, foundations (whether pier and beam or slab), driveways, parking areas, 

patios/decks, walkways, compacted or rolled areas, etc. or similar development materials or land 

treatments that exist or will exist on the property.  

Areas less than one acre: Detention volume will be required at 0.20 acre-feet per acre of 

increased disturbed area that results in impervious surface (including all disturbed area). 

Additionally, detention volume will be required to offset redevelopment of existing impervious 

areas surfaces. 

Total Detention Volume required is calculated as follows: 

 Equation 6-1 

 

where: VT = Total Detention Volume for the proposed project (Cubic Feet) 

 AII = Area of increased impervious surface cover, including all disturbed area 
resulting in impervious surface (Acres)  

 AEI = Area of existing Impervious Surface (Acres)  

Subdividing of larger tracts (greater than 1 acre) into smaller tracts of 1.0 acre or less to reduce 

stormwater detention requirements will not be permitted. 

Areas equal or greater than 1 acre and less than or equal to 10 acres: Detention volume will be 

required at 0.65 acre-feet per acre of increased disturbed area that results in impervious surface 

(including all disturbed area). Additionally, detention volume will be required to offset 

redevelopment of existing impervious areas. 
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Total Detention Volume required is calculated as follows: 

 Equation 6-2 

 

where: VT = Total Detention Volume for the proposed project (Cubic Feet) 

 AII = Area of increased disturbed area that results in impervious surface (including 
all disturbed area) (Acres)  

 AEI = Area of existing Impervious Surface for which detention is not currently 
provided (Acres) 

 

Areas between 10 acres and 50 acres: Detention volume will be required at 0.50 acre-feet per 

acre of increased impervious surface. Additionally, detention volume will be required to offset 

redevelopment of existing impervious areas. 

Total Detention Volume required is calculated as follows: 

A) If the area of existing impervious surface is less than or equal to 10 acres: 

 Equation 6-3A 

 

B) If the area of existing impervious surface is greater than 10 acres: 

  Equation 6-3B 

 

where: VT = Total Detention Volume for the proposed project (Cubic Feet) 

 AII = Area of increased impervious surface (Acres)  

 AEI = Area of existing Impervious Surface for which detention is not currently 
provided (Acres) 

 

Areas greater than 50 acres: A full detention study will need to be submitted for review that 

contains the supporting information outlined in Section 2.3.4.  

6.5.2 Design of Outfall Structures for Drainage Areas up to 200 Acres 

Detention outfall structures shall be designed to limit discharges to the allowable peak discharge 

rates described in Section 6.2.3. If requested by the District or if tailwater conditions in the 

receiving system warrant, the detention routing analysis and outfall structure sizing described in 

Section 6.4 shall be used. Otherwise, the required outfall pipe diameter for drainage areas up to 
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200 acres can be estimated by trial and error calculations using the procedure described in this 

section. Equation 6-4 is an acceptable head loss equation for pipe culverts flowing full that can be 

used to solve for pipe diameter: 

 Equation 6-4 

 

where:  HT = available head (feet) 

  Ke = entrance loss coefficient, typically 0.5 

D = diameter of pipe (feet) 

n = from Table 5-8 

L = length of culvert (feet) 

Q = design discharge rate (cubic feet per second) 

 

If a HEC-RAS model of the receiving channel exists, then the Frequencies of Coincidental 

Occurrence methodology shall be used to determine the constant tailwater in the receiving 

channel and to calculate the available head (HT) for the 100-year analysis (see Hydraulic 

Design Manual). Otherwise, an HT of 2 feet can be assumed for the 100-year design storm event 

and the 10-year design storm event. Equation 6-5 shows the relationship between available head, 

water surface elevation, and tailwater elevation in the channel for the Frequencies of Coincidental 

Occurrence method.  

HT  hbasin  hchannel  Equation 6-5 

where: HT = available head (feet) 

hbasin = 100-year design WSEL in detention basin (feet) 

hchannel  =  tailwater elevation in channel from Frequencies of Coincidental  

Occurrence (feet) 

 

Once a pipe diameter is selected, Equation 6-6 shall be used to calculate the design peak discharge 

rate for the design storm event specified in Section 6.2.3 to ensure that the maximum allowable 

discharge rate is not exceeded. 
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 Equation 6-6  

If the HEC-HMS detention routing methodology described in Section 6.6 is used to analyze a 

detention basin with a drainage area less than or equal to 200 acres, then the outfall structure 

should also be sized using the methodology for drainage areas greater than 200 acres. 

6.6 Detention Analysis for Drainage Areas Greater than 200 Acres 

Detention routing shall be performed for the 10- and 100-year rainfall events and the allowable peak 

discharge rates shall be determined from Section 6.2.3.  

6.6.1 Acceptable Detention Routing Software Programs  

The detention routing may be performed in HEC-HMS, HEC-RAS unsteady flow, Storm Water 

Management Model (SWMM), a detention routing spreadsheet, or other generally accepted 

detention basin routing programs approved by the District. The HEC-HMS and HEC-RAS manuals 

referenced in Sections 4 and 5 should be consulted for additional information regarding the 

detention routing capabilities of these programs. 

6.6.2 Inflow Hydrographs 

Proposed conditions inflow hydrographs for the various design storm events should be developed 

in HEC-HMS using the hydrologic criteria presented in Section 4. 

6.6.3 Stage-storage Relationship 

A stage-storage or stage-area relationship should be developed from the detention basin grading 

plan and entered into the detention routing model. 

6.6.4 Outfall Structure 

Detention outfall structures shall be designed to limit discharges to the allowable peak discharge 

rates described in Section 6.2.3. Depending on the detention routing software program, the 

outfall structure will either be input directly into the model or simulated with a stage-discharge 

relationship calculated independently and entered into the model. For HEC-HMS, the outfall 

structure is described using a stage-discharge relationship. For HEC-RAS unsteady flow or other 

unsteady flow models, the size and material of the outfall structure along with tailwater 
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conditions within the receiving channel are entered into the model and a stage-discharge 

relationship is computed automatically. In either case, the required size of the outfall structure is 

dependent on tailwater conditions within the receiving channel. 

A constant tailwater elevation in the receiving channel shall be estimated using the Frequencies 

of Coincidental Occurrence methodology described in Section 5. This constant tailwater elevation 

can be used to develop a stage-discharge relationship for an outfall structure of a specific 

diameter using Equation 6-6 or other hydraulic modeling program. The calculated stage-discharge 

relationship can then be incorporated into HEC-HMS or another acceptable model. In areas where 

tailwater conditions are a concern (i.e., detention basins located in 100-year floodplains, channels 

where WSELs remain high for long periods, channels with steeply rising WSELs, and areas with 

existing flooding problems), a stage hydrograph (elevation versus time) shall be developed for the 

receiving channel and used in a HEC-RAS unsteady flow model or other acceptable software that 

allows stage hydrographs as a downstream boundary condition.  

As indicated in Section 6.1.9, an extreme event overflow structure must be provided in all 

detention basins to accommodate storm water runoff in excess of the 100-year event without 

flooding structures. Standard hydraulic methods shall be used to determine the required 

dimensions of the overflow structure. 

6.6.5 Acceptable Results 

Once preliminary detention routing results are obtained, the peak discharge rate from the 

proposed detention basin shall be compared to the allowable peak discharge rate for each design 

storm event being analyzed. If the peak discharge rate for any of the design storm events exceeds 

the allowable peak discharge rate for that event, the size and/or configuration of the outfall 

structure shall be adjusted until acceptable results are obtained. In addition, the detention basin 

grading plan may also need to be revised to ensure that adequate volume is provided to maintain 

1 foot of freeboard in the basin. If the grading plan is revised, an updated stage-storage 

relationship will need to be developed and incorporated in the detention routing model. 

6.7 Downstream Impacts  

A downstream impact analysis is required for proposed residential developments equal to or greater than 

5000 square feet of disturbed land and all other types of land use. At a minimum, the downstream analysis 

should be conducted using HEC-HMS and HEC-RAS at least one mile downstream of the proposed 

development. However, WCID #5 staff has the option to request that the downstream impacts analysis 

be continued further downstream. The downstream impact analysis shall be performed for the 5-, 10-, 
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and 100-year rainfall events. The resulting peak discharge rates downstream of the proposed detention 

shall be compared to the existing conditions peak discharges rates prior to development of the project 

site. Proposed developments shall not create a net loss of storage volume below the 100-year floodplain. 

Offsite discharges shall be contained within a drainage easement upon leaving the proposed project site.  
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Exhibit 6-1: Typical Detention Basin Layout  



6 DETENTION ANALYSIS 

WCID #5 Drainage Criteria Manual            6 Detention Analysis 
August 2025 80 

 
Exhibit 6-2: Typical Detention Basin Cross-section 
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7 EROSION AND SEDIMENT CONTROL
This section of the manual describes methods for controlling erosion and sediment deposition in drainage 

facilities in WCID #5. 

7.1 Effects of Erosion and Sedimentation 

Erosion and sedimentation can have very serious effects on stormwater drainage. Some of these effects 

are summarized below: 

 Integrity of Drainage Facilities: Erosion can cause slope failures, increase roughness coefficients, 

and generally reduce the efficiency of drainage channels. However, sediment deposition can clog 

drainage culverts and reduce the available conveyance in open channels. 

 Maintenance: Erosion can significantly reduce the maintainability of drainage facilities and 

increase the cost of maintenance by increasing the frequency with which repairs are required. 

 Water Quality: Erosion and sedimentation can increase the turbidity of water and may cause other 

water quality problems associated with pollutants attached to soil particles. 

7.2 Areas with High Erosion Potential 

Areas with relatively high erosion potential include the following: 

 In channel bends, especially where the radius of curvature is less than three times the top width 

of flow in the channel. 

 Around bridges and culverts where channel transitions and reduced flow areas create increased 

flow velocities. 

 In steep sections of channels and ditches and on steep, unprotected slopes where flow velocities 

may reach erosive levels. 

 Along grass-lined channel side slopes where a significant amount of stormwater runoff flows over 

the channel bank and down the sides of the channel. 

 At confluences where flows in tributary channels, storm sewers, or roadside ditches enter a 

receiving channel. 

 In areas where non-cohesive soils are particularly prone to erosion. 

7.3 Slope Protection Methods 

The following sections describe some of the most common slope protection methods. 
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7.3.1 Turf Establishment 

The establishment of grass on exposed earthen side slopes is the most common method for 

protecting the slopes from erosion. Grass establishment should be initiated as quickly as possible 

after channel construction or repair work is completed. The grasses used should be of hardy 

varieties which do not require repeated watering and excessive amounts of care once they are 

established. Grasses with deep root systems are preferable to those with shallower root systems 

because they are more resistant to drought. 

7.3.2 Slope Paving 

Concrete slope paving is an effective slope protection method but is too expensive to apply over 

large areas. Therefore, slope paving is most commonly used in limited areas where the potential 

for erosion is very high. Table 7-1 provides a summary of slope paving requirements for varying 

channel side slopes. 

Table 7-1: Minimum Thickness and Reinforcement for Concrete Slope Paving 

Channel Side Slope 
(H:V) 

Minimum Thickness 
(inches) 

Minimum Reinforcement 

Material Dimensions 

3:1 4 inches welded wire fabric 6 x 6 x W2.9 x W2.9 

2:1 5 inches welded wire fabric 6 x 6 x W4.0 x W4.0 

1.5:1 6 inches reinforcement 4 x 4 x W4.0 x W4.0 

Minimum requirements for concrete slope paving are as follows: 

 All concrete slope paving shall consist of Class A concrete. 

 The side slopes of the channel shall be no steeper than 1.5 horizontal to 1 vertical (1.5:1). 

 All slope paving shall include a toe wall at the top and sides with a minimum depth of 18 

inches. Toe walls shall also be included along the bottom of the channel with a minimum 

depth of 24 inches for clay soils and 36 inches for sandy soils. 

Weep holes shall be used to relieve hydrostatic pressure behind lined channel sections. The 

specific type, size, and placement of the weep holes shall be based on the recommendations of 

the geotechnical report. 

 Where construction is to take place under muddy conditions or where standing water is 

present, a seal slab of Class C concrete shall be placed in the channel bottom prior to 
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placement of the concrete slope paving. 

 Control joints shall be provided at a maximum spacing of 25 feet. A sealing agent shall be 

utilized to prevent moisture infiltration at control joints. 

7.3.3 Riprap 

Riprap consists of rock or broken concrete pieces with a minimum dimension of about 6 inches 

and a maximum dimension of 18 to 24 inches. Riprap is normally hand-placed as a layer which 

extends 18 inches below the finished channel grade. Minimum requirements for riprap are as 

follows: 

 The minimum mat thickness shall be 18 inches. 

 Well-graded blocks weighing from 40 pounds to 265 pounds shall be used. 

 The maximum steepness of slopes protected by riprap shall be 2 horizontal to 1 vertical. 

 Filter fabric bedding is required in areas where riprap is placed on sandy or silty soils. On 

cohesive clay soils with very little sand content (less than 20% sand), filter fabric is not 

required. 

Sacks of ready-mix concrete may not be used as riprap because lack of gradation allows water 

penetration and undermining of the soil under the installation. 

7.3.4 Acceptable Velocities for Various Slope Treatments 

The maximum allowable velocity in open channels and at bridges or culverts shall be analyzed    

for the design storm event. As shown in Table 7-2, the maximum allowable velocity is related to 

the type of channel, the slope treatment, and the soil structure throughout the open channel 

section. If the maximum velocities listed in this table are exceeded during the design storm event, 

then the channel design shall be modified until acceptable velocities are attained. 

Table 7-2: Maximum Allowable Velocities in Open Channels 

Soil Description Slope Treatment 
Maximum Velocity 
(feet per second) 

Fine Sand None 1.50 
Sandy Loam None 1.75 
Silt Loam None 2.00 
Clay Loam None 2.50 
Stiff Clay None 3.75 
Sandy Soils (Easily Eroded) Grass 4.00 
Clay Soils (Erosion-Resistant) Grass 5.00 
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Sandy Soils (Easily Eroded) Rip-Rap 6.00
Clay Soils (Erosion Resistant) Rip-Rap 8.00 
Sandy Soils (Easily Eroded) Concrete 8.00 
Clay Soils (Erosion Resistant) Concrete 10.00 
Bridges and Culverts ---- 8.00 

7.4 Requirements for Channel Bends and Confluences 

Erosion protection and channel lining may be required at the confluence of two open channels. Exhibit 

7-1 illustrates the minimum requirements for erosion protection and channel lining at the confluence of 

two open channels. Table 7-3 may be used to determine whether erosion protection is needed given the 

angle of intersection between the channels and the anticipated 25-year flow velocity in the tributary 

channel. Table 7-4 summarizes the minimum extent of erosion protection upstream and downstream of 

the confluence. 

Table 7-3: Minimum Erosion Protection for Channel Confluences 

25-Year Velocity in Tributary Channel 
(feet per second) 

 

15 to 45 degrees 45 to 90 degrees 
 Protection Required Protection Required 

2.0  4.0 No Protection Required Protection Required 
 No Protection Required No Protection Required 

Table 7-4: Minimum Extent of Erosion Protection at Confluences 

Location1 Minimum Distance (feet) 
A 20 
B larger of 50 or 0.75Tm/tan  

C 20 
1 Locations shown on Exhibit 7-1  

Erosion protection is required for all channel bends with a radius of curvature (measured along the 

channel centerline) less than three times the top width of flow in the channel. When required, erosion 

protection must extend along the outside bank of the bend and at least 20 feet upstream and downstream 

of the tangent points. Slope protection on the channel bottom and the inside bank is required only if 

anticipated flow velocities are above non-erosive levels. Exhibit 7-2 illustrates the erosion protection 

requirements for channel bends. 

For bends and confluences, the top edge of erosion protection shall extend at least as high as the 25-year 



7 EROSION AND SEDIMENT CONTROL 

WCID #5 Drainage Criteria Manual     7 Erosion and Sediment Control 
August 2025 85 

design water surface elevation in the channel or two-thirds of the way up the channel side slopes, 

whichever is lower. A healthy grass cover must be established on the channel slope above the concrete 

lining. 

7.5 Channel Backslope Drain Systems 

Backslope drain systems intercept sheet flow which otherwise would flow over the banks of drainage 

channels leading to erosion of the side slopes.  The following minimum requirements shall be applied to 

all backslope drainage systems. 

 The minimum backslope drainpipe diameter shall be 24 inches. 

 The maximum spacing between backslope drains shall be 600 feet. 

 When 20-foot maintenance berms are used, the centerline of the backslope drainage swale shall 

be located 5 feet inside the channel ROW line. 

 When a 30-foot maintenance berm width is used, the backslope drainage swale shall be located 

7.5 feet inside the ROW line.  

 The minimum depth for backslope drainage swales shall be 0.5 feet, and maximum depth shall be 

2 feet. 

 The minimum invert slope for backslope drainage swales shall be 2%. 

 The maximum side slope for backslope drainage swales shall be 1.5 horizontal to one vertical 

(1.5:1). 

7.6 Interceptor Structures 

Interceptor structures are designed to convey stormwater from secondary drainage facilities such as 

roadside ditches into receiving channels. The main purpose of the interceptor is to prevent stormwater 

runoff from flowing over the channel banks and down the channel side slopes. Exhibit 7-3 and Exhibit 7-4 

illustrate the basic configuration of a typical interceptor structure. 

7.7 Stormwater Pollution Prevention Plans 

Stormwater pollution prevention plans shall be developed for all projects involving drainage 

improvements. These plans should focus primarily on the prevention of erosion and sediment deposition. 

Pollution control plans should be simple, easy to implement, and easy to maintain through the life of the 

construction project. Exhibit 7-5 illustrates the configuration for a rock berm which is one of the most 

effective measures for preventing sediments from being carried into a creek or channel. The rock berm 

reduces flow velocities in small ditches causing suspended sediments to settle out. Sediments 

accumulating in the area immediately upstream of the rock berm must be removed periodically to 
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preserve the effectiveness of the berm and the hydraulic capacity of the ditch. A filter fabric fence is 

another effective measure for containing sediments. 
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Exhibit 7-1: Slope Protection Requirements at Stream Confluences 
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Exhibit 7-2: Slope Protection Requirements at Channel Bends  
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Exhibit 7-3: Typical Roadside Ditch Interceptor Structure  
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Exhibit 7-4: Typical Backslope Interceptor Structure 
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Exhibit 7-5: Typical Rock Check Dam 
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8 LEVEED AREAS 
Flood plains cover a significant area within WCID #5 area. This area may be developed to the limits of the 

floodway if a levee system is constructed to protect the area from high water levels on the adjacent 

watercourse (usually the Trinity River). The components of the levee system shall include an internal 

drainage system, a levee, a pump station or adequate storage capacity, and a gravity outlet with an outfall 

channel to the river. The WCID #5 design criteria for each component are defined in the following sections. 

minimum design standards shall be governed by the rules and regulations as established by 

the Federal Emergency Management Agency (FEMA) including any updates as they occur. In general, 

FEMA is not responsible for building, maintaining, operating, or certifying levee systems. FEMA does, 

however, develop and enforce the regulatory and procedural requirements that are used to determine 

whether a completed levee system should be credited with providing 100-year (1-percent- annual-

chance) flood protection. These requirements are documented in Section 65.10 of the National Flood 

Insurance Program (NFIP) regulations. The engineer is advised to check the current FEMA rules and 

regulations. Maintenance of these facilities generally will not be the responsibility of WCID #5. 

8.1 Internal Drainage System 

The internal drainage system for the leveed area shall include the network of channels, lakes, and storm 

sewers which drain the leveed area to the outfall structure. Refer to other sections in this manual for 

hydrologic and hydraulic design criteria. 

8.2 Levee System 

8.2.1 Frequency Criteria 

The levee system shall include a levee embankment that will protect the development from the 

100-year frequency flood event on the adjacent watercourse. Protection from the 100- year 

frequency event shall include protection from the 100-year water surface elevation on the 

watercourse, as well as protection from any associated wind and wave action. 

8.2.2 Design 

Criteria General design criteria for levees in WCID #5 are shown below. However, all levees should 

be designed in accordance with the U.S. Army Corps of Engineers (COE) Engineer Manual EM 

1110-2-1913 (30 April 2000, or most current edition). If conflicts exist between the COE manual 

and the criteria shown below, the WCID #5 Drainage District Engineer should be consulted for 

direction. 

1. A geotechnical investigation shall be required on the levee foundation (the existing natural 
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ground). Soil borings shall be required with a maximum spacing of 1,000 feet and a minimum 

depth equal to twice the height of the levee embankment. 

2. The foundation area shall be stripped for the full width of the levee. Stripping shall include 

removal of all grass, trees, and surface root systems. 

3. Embankment material shall be CH or CL as classified under the Unified Soil Classification System 

and shall have the following properties: 

 Liquid Limit greater than or equal to 30. 

 Plasticity Index greater than or equal to 15. 

 Percent Passing No. 200 Sieve greater than or equal to 50. A geotechnical investigation shall 

be required on the embankment material to determine the levee side slopes and methods 

employed to control subsurface seepage. 

4. The embankment material shall be compacted to a minimum density of 95 percent using the 

standard proctor compaction test at approximately plus or minus three percent optimum 

moisture content. The embankment material shall be placed in lifts of not more than 12 inches 

thick. 

5. The levee top and side slopes shall be adequately protected by grass cover or other suitable 

material. 

6. The minimum levee top width shall be ten feet. 

7. The levee side slope shall be one vertical to a minimum of three horizontal. 

8. Both levees and floodwalls should provide at least 1 foot freeboard above FEMA minimum 

requirement. The FEMA minimum for riverine levees is as shown below: 

 In accordance with Section 65.10 of the NFIP, a minimum freeboard of 3 feet above the water-

surface level of the base flood must be provided for riverine levees. 

 An additional 1 foot above the minimum is required within 100 feet on either side of structure 

(e.g., bridges) riverward of the levee or wherever the flow is constricted. 

 An additional 0.5 foot above the minimum at the upstream end of the levee tapering to not 

less than the minimum at the downstream end of the levee, is also required. 

 Occasionally, exceptions to minimum riverine freeboard requirements above may be 

approved if the following criteria are met  

i. Appropriate engineering analyses demonstrating adequate protection with a lesser 

freeboard must be submitted.  
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ii. The material presented must evaluate the uncertainty in the estimated base flood 

elevation profile and include, but not necessarily be limited to 

a) an assessment of statistical confidence limits of the 1 % AEP discharge

b) Changes in stage-discharge relationships and 

c) Sources, potential, and magnitude of debris, sediment, and ice accumulation. 

iii. It must be shown that the levee will remain structurally stable during the base flood when 

such additional loading considerations are imposed. 

a) Under no circumstances will freeboard of less than 2 feet above BFE be accepted. 

9. The levee shall be continuous and shall either completely encompass the development or tie into 

-year floodplain. 

10. All pipes and conduits passing through the levee shall have anti-seepage devices, flap gates, and 

slope protection. 

 Anti-seepage devices have been employed in the past to prevent piping or erosion along the 

-

diaphragms (seepage fins) or concrete collars that extended from the pipe into the backfill 

many piping failures have occurred in the past where seepage rings were used. Assessment 

of these failures indicated that the presence of seepage rings often results in poorly 

compacted backfill at its contact with the structure. 

 Where pipes or conduits are to be constructed through new or existing levees: 

i. Seepage rings or collars should not be provided for the purpose of increasing seepage 

resistance. Except as provided herein, such features should only be included as necessary 

for coupling of pipe sections or to accommodate differential movement on yielding 

foundations. When needed for these purposes, collars with a minimum projection from 

the pipe surface should be used. 

A 0.45-m (18-in) annular thickness of drainage fill should be provided around the landside 

third of the pipe, regardless of the size and type of pipe to be used, where landside levee 

zoning does not provide for such drainage fill. For pipe installations within the levee 

foundation, the 0.45-m (18-in) annular thickness of drainage fill shall also be provided, to 

include a landside outlet through a blind drain to ground surface at the levee toe, connection 

with previous under seepage features, or through an annular drainage fill outlet to ground 

surface around a manhole structure. 
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8.3 Pump Stations 

8.3.1 Frequency Criteria 

To prevent flooding within leveed areas, pumps are recommended (instead of only storage) to 

remove interior drainage when the exterior river stage reaches a level that prevents gravity 

outflow. In order to determine the required pump capacity so that the maximum ponding level 

within the leveed area will not be exceeded on the average more than about once in 100 years, 

the following design criteria have been developed. 

The two sets of criteria provided below differ depending on whether the storm that occurs over 

the leveed area during high exterior river stages is an independent or dependent event as 

compared to the storm that produced the high river stages. In WCID # 5, the levees along the 

Trinity River should be analyzed independently (using coincidental events, criteria 8.3.1.1) and all 

other levees should be analyzed dependently (using same events, criteria 8.3.1.2). 

8.3.1.1 Design Criteria Assuming Coincidental Events 
This criterion presumes that the storm event causing a high flood stage outside of the leveed area 

is independent of the storm event occurring over the leveed area (e.g. a leveed area draining into 

the Trinity River in WCID #5). The following steps should be taken for determining the required 

pumping capacity. 

1. Select the maximum ponding level within the leveed area that should not 

be exceeded more than once in 100 years on the average. Normally, this 

level will be equal to the maximum water surface elevations associated 

with the 100-year flood event computed in designing the internal drainage 

system (channels) of the leveed area, including the required minimum 

freeboard of one foot. This will be the level which, when equaled or 

exceeded by exterior flood stages, will prevent gravity outflow and require 

total pumping to remove any runoff that might occur within the leveed 

area. 
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2. From a rating or backwater curve applicable to the location on the 

watercourse where the gravity outflow point of the leveed area exists, 

determine the discharge corresponding to the maximum ponding level. 

Refer to Flood Insurance Study flood profiles to derive a discharge. 

3. Determine the percentage of time that the discharge (obtained from Step 

2 above) is equaled or exceeded. Given this percentage of time, determine 

the frequency of the rainfall event corresponding to the coincidental 

probability of these two events. (For the Trinity River, Figure 8-2 shall be 

used to determine directly the frequency of rainfall from the discharge 

corresponding to the maximum ponding elevation.) 

4. Use Atlas 14 or other appropriate rainfall frequency curve to obtain the 

rainfall amounts associated with the return period (obtained from Step 3 

above) to be used for determining the required pumping capacity. 

8.3.1.2 Design Criteria Assuming Same Event 
This criterion presumes the storm event causing high flood stages outside of the leveed area is 

the same (dependent) storm event occurring over the leveed area. The design rainfall amounts to 

be used for sizing the required pump capacity will be associated with the 100-year rainfall event. 

(See Table 4-4 for rainfall amounts derived from TP-40 and Hydro-35). 

8.3.2 Design Criteria 

All leveed areas within WCID #5 that are equipped with a pump station shall be capable of 

maintaining the design pumping capacity with its largest single pump inoperative. The capacity of 

a pump station designed under Section 8.3.1.1 shall be adequate to remove a minimum volume 

of water from the leveed area within 24 hours without exceeding the maximum ponding elevation 

within the leveed area. If a pump station is not provided, adequate storage volume below the 

maximum ponding level must be provided to contain the entire design storm. 

The volume of runoff to be pumped shall be the greater of either: 

1. The runoff resulting from the appropriate rainfall amount as determined in 

Step 4 of Section 8.3.1.1. 

2. A minimum of 1½ inches of runoff from fully developed areas and 1 inch of 

runoff from undeveloped areas over the contributing watershed. 

A pump station designed under Section 8.3.1.2 shall have a combination of storage 

volume/pumping capacity adequate to maintain the runoff resulting from the 100-year frequency 
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event below the maximum ponding level. The minimum pumping capacity shall be the same as 

number two above. All pump stations in WCID #5 shall be equipped with auxiliary power for 

emergency usage.

8.4 Gravity Outlet and Outfall Channel 

An outlet shall be required to release by gravity from the leveed area through the outfall channel to the 

adjacent watercourse during low flow conditions on the receiving channel. 

The outlet shall be equipped with an automatically functioning gate to prevent any external flow from 

entering the leveed area. 

The outlet and outfall channel shall be designed in accordance with other portions of this criteria manual. 

The velocities within the outfall channel at the adjacent river shall not exceed 5.0 feet per second. 

8.5 Review Process 

When a levee system is required for development, the following information shall be submitted to the 

WCID #5 for review: 

11. Preliminary Submittal 

 A vicinity map showing the proposed levee location in relation to the 100-year flood plain and 

floodway of the adjacent river. 

 The preliminary design of the levee cross-section based upon the geotechnical investigation. 

 The preliminary design of the pump station capacity 

12. Final Submittal 

 The final design of the levee cross-section and location. 

 The final design of the pump station capacity. 

 The hydraulic calculations showing that the maximum ponding elevation is not exceeded 

within the leveed area more than once in 100 years on the average. 

 The construction drawings and technical specifications for the levee and pump station along 

with final design computations for the levee, pump station and channels. In accordance with 

the current Texas Water Code, Texas Commission on Environmental Quality (TCEQ) approval 

shall be required on the following. 
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i. Levee improvement district proposed plans of reclamation. 

ii. Preliminary plans for construction of levees or other improvements. 

iii. Final plans for levees and other improvements. 
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9 VARIANCES
Good engineering practice and practical considerations are necessary when developing stormwater 

management plans and preparing construction drawings for specific projects. The criteria in this manual 

cannot cover every possibility. The closer the criteria are followed, the more likely the plan or drawing will 

be approved and the construction accepted. For those situations where varying from the criteria is 

warranted or a specialized analysis or design is needed, the variance process is described below. 

Submit variance requests in writing to the District as early as possible. The variance request must explain: 

 The specific criteria that you want to vary. 

 Why the criteria needs to be varied. 

 How the basis for the criteria will still be satisfied, or why the criteria is not applicable. 

 Indication if there are no criteria for the proposed analysis, design, or feature in this manual. 

 Appropriate technical information supporting the variance request, such as calculations, excerpts 

from the drainage or design plan, and/or construction drawings. 

Note: Submittals with insufficient technical information to support the variance request will be returned 

without review. 

Variances must be approved by the District and are required prior to the approval of associated permits. 

The District will either approve or reject the variance in writing. If it is rejected, a written explanation will 

be provided. 
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10 PERMITS
The District controls certain activities within its jurisdictional authority. The District grants permits and 

requires on-site availability of such permits. Permits granted for activities within the District shall list the 

specific activities for which the permit was issued and the date of expiration. Activities shall be limited to 

those shown on the permit issued. The Applicant is responsible for renewing permits prior to the 

expiration date and will be considered noncompliant during the period that the permit is expired.  

The Board of Directors shall approve or deny permit requests. Payment must be received at the District 

office before the permit is issued.  

10.1 Permit for Work Associated with Construction of Project with an Approved 
Drainage Plan 

A permit must be obtained from the District prior to the start of construction for work including, but not 

limited to, the following activities shown on an approved Drainage Plan: 

 Construction of dry detention ponds  

 Construction of wet detention ponds  

 Construction of a pump station for a detention facility  

 Construction of an underground detention system 

No permit will be issued until the Applicant has obtained a Board-

current Permit Application for Work on a District Approved Drainage Plan, which is incorporated herein 

by reference, contains a complete list of projects requiring a permit, current permit fees, and other permit 

and construction requirements. This application form is available on the District website or in person at 

the District office. 

 



10 PERMITS 

WCID #5 Drainage Criteria Manual                10 Permits 
August 2025 101 

10.2 Permit Application for Work in a District-Maintained Facility, Easement, or 
Fee Strip 

A permit application must be obtained prior to the start of construction for work including, but not limited 

to, the following activities within a District-owned or maintained facility, easement, or fee strip:  

 Utility or pipeline crossings  

 Drainage outfalls **  

 Temporary low water crossings  

 Temporary pumping  

 Bridge crossings  

 Permanent culvert crossings  

 Temporary parking, staging, or access 

** The Applicant must obtain a Board-approved Drainage Plan as a pre-requisite for obtaining a permit.  

reference, contains a complete list of projects requiring a permit, current permit fees, and other permit 

and construction requirements. This application form is available on the District website or in person at 

the District office. 

10.3 Utility and Pipeline Crossing Requirements  

As a pre-requisite for obtaining a permit to construct utility or pipeline crossings of a District-owned or 

maintained facility, the Applicant must obtain District approval of a Construction Plan. A Construction Plan 

may be reviewed and approved by District staff. Board approval is required for this type of plan provided 

that the minimum requirements are met.  

Plan and profile drawings must be drawn to scale, signed and sealed by an Engineer, and meet the 

following minimum District requirements:  

 Show the existing District ditch in plan and profile views.  

 Show the existing and ultimate cross-section of the District ditch in the profile view. In the 

plan and profile views, label the high bank, toe of slope, and the flowline of the ditch. Show 
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and label the existing and ultimate drainage easement and dimensions of the maintenance 

berms. Obtain the ultimate channel and easement configuration from the District Engineer. 

 All newly constructed pipelines shall have a minimum 10 feet depth of cover as measured 

from the bottom of the ultimate cross-section for the entirety of the ultimate drainage 

easement or fee strip. Dimension to demonstrate compliance.  

 All other relocated, proposed, or newly constructed utilities shall have a minimum 5 feet 

depth of cover as measured from the bottom of the ultimate cross-section for the entirety of 

the ultimate drainage easement or fee strip. Dimension to demonstrate compliance.  

 

ultimate drainage easement.  

 Crossings must be clearly marked in the field with a sign on both sides of the District facility 

strip. Put a note regarding this requirement on the plan.  

 

by the Applicant at no cost to the District. Include a note to this effect on the plan sheet.  

 The Contractor shall notify the District office a minimum of 48 hours prior to construction at 

(936) 336-7878. Put a note to this effect on the plans.  

 Temporary low water crossings are not allowed except with specific, prior authorization by 

the District.  

 No open-cut or excavation will be allowed within a District facility without specific prior 

approval by the District.  

 Aerial power, phone, cable, and data crossings shall be a minimum of 15 feet above the 

ground for the entirety of the ultimate drainage easement or fee strip.  

 Meet with and obtain approval from the District Engineer prior to designing all other aerial 

crossings over District-maintained ditches and channels. The District Engineer has the 

discretion to require a Board-approved Drainage Plan.
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11 ENFORCEMENT AND COMPLIANCE 
The enforcement and compliance requirements are as follows:  

 The Developer of a tract of land within the District shall submit a Final Drainage Plan prepared 

by a Professional Engineer registered in the State of Texas for any development within the 

District as stated in the criteria.  

 If the property is being platted, a Drainage Plan must be submitted with a plat, as required, in 

accordance with Section 2.  

 No person shall commence with the development of any property within the jurisdiction of 

. A person 

who constructs improvements on property without a Board-approved Drainage Plan shall be 

subject to the enforcement and civil penalty provisions contained in the Rules, Regulations, 

and Guidelines.  

 A Developer shall construct all drainage systems in strict compliance with the approved Final 

Drainage Plan for the property.  

 After construction of a new facility

of as-built drawings signed by the Engineer along with the verification that all drainage 

structures have been constructed to the specifications contained in the Final Drainage Plan 

approved by the District. The Engineer shall submit the verification in writing to the District 

within 30 days after the completion of the project, which is the subject of the Final Drainage 

Plan or the completion of all drainage structures shown on the Final Drainage Plan, whichever 

is earlier.  

 Pursuant to Section 49.221 of the Texas Water Code, the Commissioners, Engineers, 

Attorneys, Operators, Agents, and employees of the District have the right to enter real 

property within the jurisdiction of the District to inspect, survey, or perform tests upon said 

property to determine the condition, value, or usability of the property with reference to the 

proposed location of flood control works, improvements, plants, facilities, equipment, or 

appliances.  
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 Pursuant to Section 49.221 of the Texas Water Code, the Commissioners, Engineers, 

Attorneys, Operators, Agents, or employees of the District are entitled to enter any public or 

private property within the boundaries of the District or adjacent to any reservoir or other 

property owned by the District for the purpose of inspecting and investigating conditions 

relating to the quality of water in the state or the compliance with any rule, regulation, permit, 

or other order of the District. 

 Pursuant to Section 49.221 of the Texas Water Code, the Commissioners, Engineers, 

Attorneys, Operators, Agents, or employees of the District who enter private property shall 

protection, and shall notify any occupant or management of their presence and exhibit proper 

credentials.  

 All requirements contained in these Rules, Regulations, and Guidelines are mandatory unless 

specifically stated otherwise or unless a variance is granted by the District. The use of the term 

and 

Guidelines.  

 

Regulations, and Guidelines.  

 The District shall issue notice to any person found to be in violations of these Rules, 

Regulations, and Guidelines including, but not limited to, violations identified through an 

inspection. Written notice of a violation shall be given by certified mail and as may otherwise 

be deemed appropriate by the District. A person or entity shall have 30 days from the 

transmittal date of an initial notice to (i) rectify a deficiency and/or violation and demonstrate 

compliance with these Rules, Regulations, and Guidelines, (ii) request a remediation and 

maintenance plan, or (iii) request a variance pursuant to the terms outlined in Section 11 

a person fails to take any such corrective action within 30 days from the transmittal date of 

an initial notice, the District shall send a second notice of deficiency and/or violation. If a 

person fails to respond to a notice of deficiency within 60 days from the transmittal date of 

the initial notification, the matter shall be referred to the Board of Directors for assessment 

of civil penalties.  
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 For the purposes of calculating any day or period of time under these rules, the period of time 

begins to run the day written notice is placed in the United States mail or hand delivered to 

the person to whom it is addressed. The day that the written notice is deposited in the United 

States mail or hand delivered to the person against whom penalties are to be assessed shall 

not be included as a day . The last day of the period so computed is to be included, unless it 

is a Saturday, Sunday, or legal holiday, in which event the period of time runs until the end of 

the next day which is not a Saturday, Sunday, or a legal holiday. Saturdays, Sundays, and legal 

holidays shall be counted when computing this time period. 
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12 PENALTIES

12.1 Civil Penalties  

 Pursuant to Section 49.004 of the Texas Water Code, the District may assess reasonable civil 

and Guidelines, not to exceed 

the jurisdiction of a Justice Court.  

 Each violation of these Rules, Regulations, and Guidelines for which corrective action has not 

been taken within 60 days from the transmittal date of the initial notice from the District shall 

be subject to a minimum civil penalty of no less than $500 and no more than $20,000. The 

Board of Directors may assess additional civil penalties for each successive 60-day period for 

any violation that has not been corrected following the initial assessment of civil penalties by 

the District.  

 A penalty under this section is in addition to any other penalty provided by law and may be 

enforced by filing complaints in an appropriate court having jurisdiction over the matter.  

 

interest, and other reasonable costs incurred by the District in conjunction with the 

prosecution of said penalties, in addition to the penalty assessed.  

 The District may assess a separate penalty for each and every separate violation of its rules.  

12.2 Hearings on Civil Penalties 

Before assessing a civil penalty pursuant to this section, the District shall meet the following procedural 

requirements:  

1. Provide written notice to the person against whom penalties are sought by certified mail, return 

receipt requested. If the identity of the Developer or Owner of the property in question is not 

known, the District may provide written notice by placing such a written notice on the property 

itself in a manner calculated to attract the attention of the Owner or Developer of the property. 

2. The written notice shall be mailed or delivered to the Owner or Developer of the property in 

question at least 14 days prior to the open meeting at which the assessment of civil penalties will 

be considered.  
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3. The written notice shall advise the person against whom penalties are sought of the following:  

a. The date, place, and time of the hearing.  

b. The minimum and maximum amounts of penalties, which may be assessed by the District. 

c. He/she has the right to appear at the hearing before the Board of Directors concerning 

the penalties in question either in person or through a duly authorized agent.  

d. He/she has the right to address the Board of Directors on the subject of penalties in 

question either in person or through a duly authorized agent.  

e. He/she has the right to have legal counsel present if he/she so desires.  

f. He/she has the right to present witnesses at the hearing or written data relevant to the 

subject matter or the hearing.  

g. The rule or regulation of the District that has been violated and a statement of the nature 

of the violation.  

4. All civil penalties assessed by the District must be authorized by a majority vote of Board of 

Directors present and voting.  

5. In the event that the District assesses any civil penalties against any person, the District shall 

provide written notice by certified mail, return receipt requested, advising the person subject to 

civil penalties of the following:  

a. The nature of the violation.  

b. The amount of the civil penalties.  

c. The date by which payment of the civil penalty is due.  

6. Payment of all civil penalties assessed by the District is due and owing 30 days following the 

transmittal date of the written notice of assessed civil penalties.  

12.3 Cumulative Remedies 

Nothing in this section shall or shall not be deemed to prevent, prohibit, or limit any other remedy 

at law or in equity otherwise available to the District. 


